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OVERHEAD STOWA JE RACKS AND UTILITIES ~ DESCRIFTION AND OPERATI 


Description 


Me overhead stowage racks are made up of individual sections installed 
above the passenger seats on each Side of the passenger compartment. The 
tops of the racks sorve ns stowage space for personal items, blankets, 
pillows, etc., and the inboard edges of the racks serve as handrails. 
Passenger utilities are contained im utility boxes installed in tho undere 
sentions of tho racks and include cold air outlets, reading lights, 
attendants’ call switches, and oxygen паске, Panels are installed betwean 
the utility boxes to conceal air, oxygen, and electrical Lines, The out- 
voard sides of the racks are attached to the fuselage by means of hinges 
to allow the racks to Le lowered Гог inspection or maintenance access for 
the passenger utility ducts and outlets, The intoard sides of the racks 
are supported by turnbuckle type support struts. 


Bach utility vox is fitted with on umbilical согд which incorporates 
quick«dlsconüect fittings to supply cold air, electrical power, and 
Oxygen. The fittings permit quick relocation of toxes to adjust for 
changes £n seut spacing. Doors are binged fron the outboard side of the 
tack and сап te lowered for servicing or inspection without changing the 
fore or att location, and without reroving the boxes from the stowage rack, 

` Spacer panels are installed tetween the utility panels to close the botton 
surface of the stowage rack, 
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OVERHEAD STOWAGE RACKS AND UTILITIES + DESCRIPTION AND OPERATION 


Description 


The overhead stowago racks are made мр of individual sections installed 
above the passonger seats on each side of tho passenger compartsont, Tho 
tops of the racks serve as stowage space Гоу personal items, blankets, 
pillows, etc., und tho inboard edges of the serve as handrails. 
Passenger utilities are contained in utilities boxes installed in the 
undersections of the racks and include cold pir outloto, reading lights, 
attendants’ call switches, and oxygen masks. Sliding panels are installed 
hotween the utility boxes to conceal alr, Oxygen, and electrical Lines. 
Tho ntility boxes and panels are adjustable fore and aft to provide for 
variations in seat spacing, ‘The outboard sides of the racks are attached 
to the fuselage by means of hinges to al lo“ the racks to be 1онегад for 
inspection, maintenance access for the passenger utility ducts and 
outlets, or when converting the cabin to а cargo configuration, The 
Anboard sides of the racks are supported by turnbuckle type support 
strate, 


Bach utility box is fitted with an urbilical cord which incorporates quick 
disconnect fittings to supply cold air, electrical power, and oxygen. The 
fittings permit quick relocation of boxes to adjust for changes in seab 
spacing, Doors are hinged from the outboard side of the rack and can be 
lowered for servicing or inspection without changing the fore or aft 
location, and withcut rereving the boxes from the stowage rack. Over- 
lapping sliding spacer panels are installed between the utility boxes to 
clone the bottom surface of the stoxage rack, ` 
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In the 00-6 stowage racke ave provided above the passenger seate on both 
94476 of the cabin compartment, ‘The racks are adjustable, making it possí- 
vie to align the handrail, Removable plastio trim strips are provided to 
cover the space betveen the racks. 


The bo- ío provided with folding stowage racks. When operating under 
bulk cargo loading conditions the racks are folded down in sections as 
required, In the folded down position the racks serve as protection for 
the cabin eidevall panels. 


In the DC-0/8F-50 the passenger utilities consisting of cold air cutlets, 
attendants’ call switch, fold-out utility tray, oxygen masks, and reading 
lights are located in the passenger sest backs, 


Tae overhead stovage racks in the DC-8-60 are made up of individual sections 
installed above the passenger seats on each side of the passenger compart- 
ment. The tops of the racks serve es stowage space for personal items, 
blankets, pillows, etc., and the inboard edges of the racks serve as hand~ 
rails. Passenger utilities are contained in utilities boxes installed in 
the undersections of the racks end include cold air outlets, reading lights, 
attendants? call switches, and oxygen masks. Sliding panels are installed 
between the utility boxes to conceal air, oxygen, and electrical lines. 

The utility boxes and panels are adjustable fore and aft to provide for 
variations in seat spacing. The outboard sides of the recks are attached 
to the fuselage by means of hinges to allow the racks to be lowered for 
inspection, maintenance access for the passenger utility ducts and outlets, 
or when converting the cabin to cargo configuration. The inboard sides 
of the racks are supported by turnbuckle type support struts. 


Each utility box is fitted with an umbilical cord which incorporates quick- 
disconnect fittings to supply cold air, electrical power, and oxygen. The 
fittings permit quick relccation of boxes to adjust for changes in Leat 
spacing. Doors аге hinged Crom the outboard side of the rack and can be 
lowered for servicing or inspection without changing the fore or aft looa- 
tion, and without removing the boxes from the stowage rack, Overlapping 
sliding spacer panels are installed between the utility boxes to close the 
bottom surface of the stovege rack, 
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OVERHEAD BTOVAOE RACKS AND UTILITIES - MAINTENANCE PRACTICES 


1. Renoval/Installation Overhead Stowage Racks 
А, Remove Overhead Stowage Rack 
(1) Open each utility box door on bottom of raok being removed, 
(2) Remove spacer panel by removing latch pins, (N places.) 


(3) Disconnect utility supply phuge by turning Locking lever clockwise and 
pulling plug from receptacle, (See Figure 202.) 


(h) Loosen utility box panel and spacer panel friction screws, Slide panels 
fore or aft, as necessary, to clear ends of stowage rack. 


(5) Close utility tox doors. 
(6) Remove sidewell light access panel. 


(T) Support rack, using two пеп. Disconnect upper ends of support struts 
and lower rack until rack rests on top of seat backs, 


(8) Remove hinge bolt from sach support link. (See Figure 201.) > ; 
(9) Remove stowage rack. 
B, Install Overhead Stowage Rack 
(1) Hota rack in position, using two men, and install hinge bolts. 
(2) Raise edge of rack into position and connect support struts. 
(3) Install and tighten hinge bolt nuts. 
(0) Align rack with adjacent racks by adjusting length of support struts. 
(5) Install sidewall light access panel, 
(6) Open utility box doors. 
(7) Connect utility supply plugs. 


CAUTION: ENSURE COVERS ARE CLOSED AND LOCKED ON ALL UNUSED UTILITY 
SUPPLY. RECRPTACLES. 


(8) Position utility box panels in relation to seat rows with front edge 
of door approximately 1/2 inches forwerd of front edge of seat bottom, 
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(9) Tighten utility box friction serows. 
(10) Clove utility box dcore, 
Q, Inepection/Cheok Passenger Utilities 
| ИОД! Окуп leak chock Le not necessary vhon кодова а ома у boxes, 


(A) ‘check paesenger reading Lights ond attendant call system for propor 
operation, 
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WERHEAD ВТОЧАОЕ RACKS AND UTILITIES - MAINTENANCE PRACTICES 


femovol/Instalintion Overhead Stowage Racks 
Remove Overhead Stowage Rack 
(1) Open each utility box door on bottom of raok being removed, 


(3) Disconnect utility supply plugs by turning locking lever clockwise end | 
pulling plug from receptacle, (See Figure 202.) 


(h) Loosen utility box panel and spacer panel friction screws, Slide panels 
fore or aft, ae necessary, to clenr ends of stowage rack, E 


(5) -Close utility box doors, 
(6) Remove side wall ltght access panel, 


(T) Support rack, using two men. Disconnect upper ends of support struts 
and lower rack until rack reste on top of seat backs. 


(8) Remove hinge bolt frou each support link, (See Figure 201.) 
(9) Remove stowage rack. 
Install Overhead Storage Rack 
(1) Hold rack in position, using two men, and install hinge bolts. 
(2) Raise edge of rack into position and connect support struts. 
(3) Install and tighten hinge bolt nuts. 
(8) Align rack with adjacent racks by adjusting length of support struts. 
(5) Install side wall light access panel. 
(6) oven utility box doors, 
(T) Connect utility supply plugs. 


QAUTIQU: ENSURE COVERS ARE CLOSED AND LOCKED ON ALL UNUSED UTILITY 
SUPPLY RECEPTACLES, 


(8) Position utility box panels tn relation to seat rows with front edge 
of door approximately 1/2 inches forvard of front edge of seat bottom, 
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(9) Tighten utility box fríction screws. 
(10) Close utility box doors. 


С. Inspection/Oheck Passenger Utilities 


| NOTE: Oxygen leak check is not посовзегу when relocating utillty boxes, 
(A) check passengers reading lights and attendant coll system for propor 
operations 2 
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QVERNEAD ЗТОНЛОЕ RACKS - MAINTENANCE PRACTICES 


» фиш : 


"Ay Tho ranoval and inotallotion ргособиков for oll 00-8 stowage racka are 
identical except ге noted, 


В. ‘The DC-6F folding stowage racks are covered in paragraphs D through Н, 


2, Rexoval/instolletion stowage Racks (DC-8/8P-50) 
А, Remove Stowage Rack 


(1) Remove plastio filler strip from between stowege racks by pulling loose 
inboard end at handrail, then pulling strip up and inboard and sliding 
strip out from between racks, 


(2) Detach stowage rack struts from sidewall mounting brackets by slipping 
strut ferrules inboard and removing pins which are held in place ty 
ferrules in ends of struts. 


CAUTION: THE RACK MUST ВЕ HELD ПІ POSITION OR IT WELL ROTATE DOWNWARD 
AND DAMAGE THE SIDE PANEL, 


(3) Remove panel by slipping panel inboard from between trim strip and 
support angle et outboard edge of panel. 


Install Stowage Racks 


(1) Place panel between trim strip end oupport angle. Push panel outboard. 


(2) Attach struts to sidevell mounting brackets with locking pins end adjust 
for alignment 47 required (see paragraph C), 


(3) Cover pins with strut ferrules. 
(%) Replace filler strip, 
€, Align Handrails 
(1) Slip ferrules from ends of struts exposing Jamnut on inboard end. 


(e) Loosen gannut. 


(3) Lengthen or shorten struts by turning strut to obtain vertical and 
horizontal alsgnmont. 


(4) Tighten jamnut and replace ferrules. 
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$. Remove Lounge Stowage Racks 


Some airplanes have а portable oxygen cylinder inatalled on the 
stowege rack. For removal of the oxygen cylinder (soe Chupter 35). 


(1) Remove Lounge vaading Lights (see Chapter 33), 
(2) Dteconnect and cap oxygon line at cabin attendants’ oxygen container. 
WARUING: USE EXTRENE CARE TO PREVENT THE OXYGEN SYSTEM OR ANY OF ITS 
T COMPONENTS PROM BECOMING CONTAMINATED WITII OREASE OR ОП,» 

AVOID THE SUDDEN RELEASE OF OXYGEN UNDER PRESSURE. EITHER OF 
THE ABOVE CONDITIONS MAY CAUSE AN EXPLOSION OR FIRE, CAP ALL 
INLET AND OUTLET CONNECTIONS AS THEY ARE DISASSEMBLED TO PRE- 
VENT DIRT, ОП», OR OREASE FROM ENTERING THE SYSTEM, 

(3) Remove esp of rail by removing attaching screvs. 

(0) Remove pin attaching rack to w'oAscreen. 


NOTE: Access to the pin is through the access holes in the forward top 
surface of the rail. 


(5) Remove bolt attaching rack to partition. 


THE RACK MUST BE HELD IH POSITION OR I? WILL ВОТАТЕ DOWNWARD 
AND DAMAGE THE SIDE PANEL, 


ROPE: Access to the bolt is through the access hole in the aft top 
surface of the rail. 


(6) Remove rack by slipping rack inbcard fron between trim strip and support 
angles at outboard edge of rack. 


Е. 1056011 Lounge Stowage Rack 
(1) Insert rack between trim strip and support angles and push rack outboard, 


CAUTION; THE RACK MUST ВЕ HELD IN POSITION OR IT WILL ROTATE DOWNWARD 
AND DAMAGE THE SIDE PANEL, 


(2) Instell attaching bolt attaching rack to partition, 
(3) Instell pin attaching rack to windscreen. 
(8) Ine! 


ll lounge reading lights (see chapter 3). 


(5) Uncap and connect oxygen Line and perform oxygen system test (see 
Chapter 35), 


(6) Install portable oxygen су тег if applicable (see Chapter 35). 
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r. Fold Stowoge Racks тэ, 


HORE: Paragraphe F through I apply to 021 racks except tho three sections 


a) 
* (а) 
(3) 
(b) 
(5) 


0. Unfold Stovege Racks 


а) 
(2) 


Н. Remove Stowage Racks 


а) 
(2) 
{3) 
th) 


1. Install Stowage Racks 


(A) Hang support rods on fuselage fittings. 
(2) Lift outboard end of rack into position anà install hinge pins through 
'  eutout in center of rack, 
(3) 81ide covers up on support rods, 
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CODE 3 
Feb 15/68 Page 203 


“Stow rode in clip provided on each end сар. 


DOUGLAS AIRCRATT co., INC. 


BG-A сихту GARRE 
MAINTENANCE ANUAL 


on tho я loading door, and the section just forward of the door. 
These sections are installed in the 00-6Р (Combination Cargo Pas~ 
senger) only: 
Check to mako sure spring loaded plunger on each end cap {в retracted. 
81440 down covers on oupport rods. 


Support rack end lirt rode off fuselage fittings. 


lower rack and lock in folded position by releasing spring loaded plunger 
on each end cap. Маке sure plunger catches behind lip on lower edge of 
window valance. 


Retract spring loaded plunger in each end cap. 


Lift rack, hand support rods on upper fuselage fittings, and slide covers 
up. M 


Slide down covers on support rods. 
Support rack and lift rods off fuselage fittings. 
Stow rods in clip provided on each end cap, 


Still supporting rack, remove two hinge pins through hinge cutout in 
center of rack, and remove rack. 


Highs оза. 
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J. Fold Stowage Racks 


Paragraphs J through N apply to the three sections on the cargo 1оай- 
ing door ond the section Just forward of the door. These sections 
are installed in the 00-Р (Combination Cargo Расвегбог) only, 
“ (2) Check to make eure opring іоо4е4 plunger on each end cap Ав retracted, 
(2) Loosen wing nuts in slides on upper surface of rack near hinge line, 
(3) ваде down support rod covers, 
(h) Gupport rack and lift rods off fuselage fittings. 
(5) Stow roda ín chip provided on each end cap. 


(é) Slide rack avay from sidewall and lower to folded position with light 
lens nestled against lover surface of window valance. 


(1) Tighten ving nuts. 


. (8) Leck rack in position by releasing spring loaded plunger on each end 
cap. Make sure plunger catches behind lip on lower edge of window 
valance. 


К. Unfold Stowage Hack 5 
(1) Loosen wing nuts at hinge line. 
(2) Retract spring loaded plunger in each end сар, 
(3) Lift rack, hang support rods on fuselage fittings end slide covers up. 
(u) Align rack (see paragraph C). 
(5) Tighten wing nuts. 
1. Remove Stowage Rack 
(1) Slide down support rod covers. 
(2) Support rack and lift rods off fuselage fittings. 
(3) Stow rods in clip provided on each end сер. 
(и) stil! supporting rack, remove wing nuts from slides, and remove rack, 


M, Install Stowage Rack 


(1) Itt rack into position with studs through slots in slides and install 
ving nutes. 
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(2) ин rack, hang support rods on fuselage fittings and slide covers ыр. 
(3) Aliga rack (see paragraph C). 
(h) Mahten ving nutes 
u. Align Stowage Васко 
(1) Loosen wing nuts, 


{2} 811де rack inboard or outboard until light lens forms a straight line 
fore and aft with lenses in other racks. 


(3) Tighten wing nuts» 


3. Remoys?/Instulietion Overhead Stowage Racks (DC-8-60) 


А. Renove Overhead Stowage Rack 
(1) Open esch utility box door on bottom of rack being removed, 
{2} Remove spacer penel by removing latch pins. {b places.) 


(3) Disconnect utility supply plugs by turning locking lever clockwise and 
pulling plug from receptacle, (See Figure 202.) 


(*) Loosen utility box panel and spacer panel friction screws. Slide panels 
fore or aft, es necessary, to clear ends of stowage rack, 


(5) Close utility box doors, к 
(6) Remove sidewall light access panel. 


(7) Support rack, using two nen. Disconnect upper ends of support struts 
and lover rack until rack rests on top of seat backs. . 


(8) Remove hinge bolt from each support link, (86е Figure 201.) 
(9) Remove stovage rack. 
B. Install Overhead Stowage Rack 
(1) Wold rack in position, using two men, and install hinge tolto. 
(2) Reise edge of rack into position and connect support struts, 
(3) Install and tighten hinge bolt nuts, 
(4) Align rack with adjacent rache by adjusting length of support struts. 


(5) Install sidewall light access penel, 
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(6) open utility box doors. 
(7) Connect utility supply plugs. 


CAUTION: ENSURE COVERS ARE CLOSED AND LOCKED ON ALL UNUSED UTILITY 
SUPPLY RECEPTACLES. 


(8) Position utility box panels in relation to seat rovs with front edge 
of door approximately 1/2 inch forward of front edge of seat bottom, 


(9) 'Mghten utility box friction cereus. 
(10) Close utility box doors. 
. €. Inspection/Check Passenger Utilities 
HOLE: Oxygen leak check is not necessary when relocating utility boxes, 


(A) Cheek passengers reading lights and attendant cali system for proper 
operation. 
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CABIN ATTENDANTS! PANELS - DESCRIPTION AND OPERATI, 


2, Dessription 


A. Cabin attendants' panels nro instalicd in tho passenger compartment to 
allow cabin attendants to comminicate with the crow, and address 
paosongoro over the public addrose system, The ропо1з are locuted at the 
forward and aft entrance areas and at the mid-cabin area. The fore and 
aft panels contain а tolephone-typo handoot with controle for intorconmue 
nication with the crew and addressing the passengers. These panele aleo 
contain controls nnd switches for passenger compartment music, The mid- 
cabin panel contains only the telephono-type handset and controls for 
interconmmication with the craw and addressing the passengers. 
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CABIN ATTENDANTS' PANELS - DESCRIPTION AND OPERATION 


1. Description 
А, slo attendants’ panels aro installed in the passenger compartment to 


cabin attendants 40 сокла. 
myers over the public addrese 


with the crow, and addressing 
atoms 


The panels ако located at 


The forward ond aft entrace areus and contain a telephone=type handset 
with controls for пепео са оп ме the crew and addressing the 
passengers. 
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CABIN ATTENDANTS! PANEIS - DESCRIPTION AND OPERATION 


1. Description 


A. Cabin attendants’ paneis ure installed in the passonger compartesnt to 
allow cabin attendants to communicate with the crow, und addres: 
passengers Over tho public address eystom, ‘The punols ave located at the 
forvard and art ontrace areas und contain а telophone-typo handset with 
controls for intercormunieation with tho crew and addressing the 
passengera, These panels also contain controle and switches for 
paesonger compartrent music. 
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CABIN ATTENDANTS' PANELS = DESCRIPTION AUD OPERATION 


1, Description 


А, Cobin attendante! panaka are installed in tho passenger compartment to 
allow cabin attendants to communicate with the eren. А puslisto«talk 
picrophono ів provided Cor addrossing tho passengors over tho public 

system, Tho panels are located at the forward ond aft entrance 

m ind contain u tolephono^typo handent with controls for intercon 
nication with tho crow und addressing the pussonyers, These panele 
also contain controls and ewitchos for passenger compartment music, 
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CABIN ATTENDMUTS* PANELS - DESCRIPTION AND ОРЕЗАТ!1ОЛ 


1. Pesoxiption 


A. Cabin attondants’ panols aro instullod in the passenger compartment to 
allow cabin attendants to comunicato with the суем, and addreoo paecongora 
over tho public address system, ‘The рапоће aro located at tho forward and 
art entrance aroas and at the mid-cabin arca, Тһе fore, mid-fuselage, and 
ait panele contain a telephone+type handset with controls for interóonmuni- 
gation with tho craw and addressing the passengers. The aft panel also 
oontains a voice leyol meter, and switches for controlling entrance aren 
and vending lights. 
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GABIN ATTENDANTS! PANELS - DESCRIPTION AND OPERATION 


1, Desoription 


А, Cabin ettendanto! panels аго installed in the passenger ocapartaent to 
allow cabin attondants to communicate with the огом, and addressing райвол- 
gors ovar the publio addross nyston, The panels are located at the forvard 
and aft entrance areas and contain a telephone-type handset and a push-to- 
talk miorophone with controls for intercommunication with the crew and 
addressing the passengers. 


E: 
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CANIN ATTENDANTS! PANELS - DESCRIPTION AND OPERATION 


1, Degoription 


А. Cabin attondants' penols are installed in the passenger compartment to 
allow onbin attendants to communicate with the олен, А push-to-talk 
microphone is provided for addressing the peasengers over the public 

Е адахова system. Тао panole are located ot the forward and aft entrance 
отед and contain a telophone-type ћапдвеђ with controls for intercormmi- 
cation with the огом and addressing the passengers. These panels also 
contain controls and switches for passenger compartment, muske, 


B, uo additional cabin attendants panels are installed in the cabin, one in 
the forward galley area and includes a handset, two cabin and music on-off 
switches marked front and rear, а speech level indicator, ‘The aft galley 
control panol is equipped with a handsot, а speech level indicator, 


C. Announcements from the cabin attendants stations are controlled by the 
on-off switches and has priority over the music reproducer. 


1/70 


Een Tar 


A. 


в. 


Jan 1/67 


DOUOLAS AIRCRATT CO., 


DE-G BINTY GEIS 
MAINTENANCE MANUAL 


PASSENGER COMPARTMENT FLOOR COVERING ~ DESCRIPTION AND OPERATION 


Doacription 


Floor covering in tho passenger compartment consiota of carpeting, 
molstureproof floor covering, and plastic floor pats, Carpeting is 
installed in tho lounge, Paseageways, and passenger seating arong. 
Holstureproof floor covering is installed in tha gelloye and entryvays 
and plastic floor pans aro installed in the lavatories. 


Carpeting in the passenger seating area is attached to the floor by 
doublofaced tape appliod to all edges and along the airplane centerline, 
Yoistureproof. floor covering 18 cemented to the airplane floor, Fiber- 
glass underlays are installed under floor coverings in the entryways, 
passageways, galleys, and lavatories. Metal thresholds, attached with 
screws, cover nating edge of carpet with edge of floor covering or 
mating adges of rloor coverings only. Plastic seat track covers are 
installed on ali exposed sections of seat track netween the passenger 
seat asserblies. 
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QALLEY AND LAVATORY FLOOR COVERING - DESCRIPTION AND OPERATION 


1. Doseription 


A. тиа 20-8-50 floor covering in tho Aavotorien and in the galley areas is 
vinylesurfaoed and is comont9d to a sheet of mylar which in turn 18 
comontod to the metal flooring, On come airplanos, а fiberglas sheot 18 
demented over the mylar and tha floor covering in cemented to the fiberglas. 
‘The sheet of fiberglas prevents excess wear on tho vinyl and provides a 
rigid aurfaee for coronting the vinyl floor covering. 


В. Tho 10-82-50 (Passenger) forward galley and forward lavatory floor ооуөк- 
ing is identical to that of tho DQ-8-50, 


©, The De-GF-50 aft galley floor covering is vinyl-surfaced with a fiberglas 
underlay. Tho underlay is factonod to tho cabin floor with two-way tape 
and the covering ia fastened to the underlay in the same manner, Kolding 
strips are attached to the galley unit bases and a sealant is used between 
the fuselage side panels and the outer edges of the covering. This aids 


in holding the covering in place and provente spilied Liquids from seeping 
ender the covering. | 


D. The DC-8F-50 aft lavatory floor covering is vinyl-surfaced, end is secured. 
to the floor with the sare attachments that hold the floor in place, The 
floor consists of a one-piece plastic pan with a fiberglas doubler cenented 
to the underside, The edges of the pan are scaled to prevent spilled 
liquids from entering the areas below the lavatories. Sealing compound 16 
used between the outboard wall of the pan and the fuselage side panel, 

‘This wall attaches to the side panels with screws, А seal covered by trim 
strips is attached to the lvmtory partitions, toilet bowl, and lining, 

to retain the remaining upper edges ond the floor covering, The flat 
surface at the lavatory door is held in place with a threshold, 
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QALLBY AND LAVATORY FLOOR COVERING - MATWTENANCE PRACTICES 


1, Genoral 


A, The vinyl Moor covering is removable but should bo removed only if a new 
installation of covering is oontemplatod, 


2. Tools and Equipment Required 
NOTE: Equivalent substitutes may be used instead of the following listed 


tons, 
Item Кола Number Manufacturer уге 
А Thinner Мо, 1 Union 011 Co, То rowove old adhesive 
В  Sanëpaper — Medium Grit To roughen faying 
` surfaces 
CÇ Stripper Douglas H.P. Fuller То clean mylar and 
Ho, I со. fiberglas j 
D Adhesive — Pro-Seal Coast Рго-5е2 То cement fiborgias 
По, 501 & uifg. Co. to mylar 
E  Aluninized Coast Pro-Seal То seal along edges of 
Sealant & Нев, Co, floor covering, fiber- 
glas, and under {һгез- 
holds 
F Adhesive | Douglas Douglas To install Pan Lam 
Но, 105 Aircraft Co, special flooring, 


Buolam flooring, or 
Таған Plastic Floor 


Covering 
9 Adhosive — EC-T]O Kinnesota То install Baby Pyramid 
Mining & Mfg. backed Avtrim 


Co. > 


3. Install Lavatory and Galley Floor Covering (pc-8-50) 


A, Install Lavatory Floor Covering 


(A) Romove all old adhesive with Union Thinner Ho, 1, 
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(a) 


(o) Roughon Lay lng surfaces of laminated liborglac shoot with medium 
(b) Clean Mylar corrosion shield and fiberglas with Douglos Но, Al 


(о) Apply а coat of Рго-Бол1 Но, 501 adhesive on Mylar corrosion shiold 


(d) Position fiberglas in place and apply a sufficient number of shot 


(e) Apply a fillet of aluminized sealant along edges of fiberglas sheet. 


(f) Apply a fillet of aluminized sealant around tcilet base to fiberglas, 


(3) 


fa) Apply a smooth, uniform brush coat of Douglas Ho. 105 adhesive to 
(b) Apply two additional costs of adhesive to each faying surface and 
(e) Position floor covering in place and apply firm hand pressure, 


(d) Apply а fillet of aluminized sealant along edges of floor covering. 


(e) Apply a fillet of aluminized sealant around toilet base to floor 
(f) Apply a fillet of aluminized sealant across edge of threshold 


(8) Apply a fillet of aluminized sealant around wash basin shroud ав 


(и) 


(а) Apply а smooth, uniform brush coat of 50-770 adhesive to both faying 


(b) Apply а second coat of EO-770 to both surfaces and allow to dry for 
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Tnetali Civerglas sheot as applicable to floor area as follows: 
grit sandpopor untll all surface gloss has been removed, 
stripper, 


um à spatula. Spread adhesive to а thickness of «010 to . 015 
noh. 


bags over the area to attain intimate contact over entire area, 


ВОЛЕ: The weight must remain on the flborglas for approximately 8 
hours to allow the adhesive tine to completely cure, 


Installation of Pan Lam Special Flooring and Buolam flooring or Durug 
Plastie Floor Covering as follows: 


both faying surfaces and allow to dry for 30 minutes, 


allow to dry for 30 minutes between coats, Allow last cont of 
adhesive to dry completely, 


covering. 
assembly to floor covering at lavatory door мау. 


applicable to floor covering. 
metall Baby Pyramid backed Avtrim as follows: 


surfaces and allow to dry for ono hour, 


опе hour. 
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(о) Position floor covering in place and apply firm pressure. 
(a) Apply а fillet of aluminized coolant along edges of floor covering. 


(o) Apply a fillat of aluminizod sealant around tollot base to floor 
covering. 


(f) Apply а filXet of aluminized sealant across edgo of throshold 
i ansenbly to floor covering at door мау, 


(8) Apply а fillot of aluminized sealant around wash basin shroud as 
* applicable to floor covering. 


B, Install Galley Floor Covering 
(1) Remove all old sealant and adhesive with Union Inianer Ho, 1, 
(2) Install fiberglas sheet as applicable to floor ав follows: 


(а) Roughen faying surfaces of laminate fiberglas with medium grit sand~ 
paper until all surface gloss has been reroved, 


(b) Clean tyler corrosion shield and fiberglas with Douglas stripper 
Но, lb and wipe dry with а elean cotton cloth, 


(c) Apply a coat of Pro-Seal Но, 501 adhesive on Mylar corrosion shield 
with а spatula. Spread adhesive to a thickness of ,010 to ‚015 of 
an inch. 


(d) Position fiberglas in place and apply a sufficient number of shot 
bags over area to attain intimate contact over entire area. 


HORE! ‘The weight must remain on the fiberglas for 8 hours to allow 
the cement to completely cure. 


(e) Apply а fillet of aluminized sealont around base of galley to 
fiberglas sheet. 


(5) Install Pan Lan Special Flooring and buolan Flooring or Darug Plastic 
Floor Covering as follows: 


(a) Apply a smooth uniform brush coat of Douglas Но, 105 adhesive to 
both faying, surfaces and allow to dry for 30 minutes. 


(6) Apply two additional coats of adhesive to faying surfaces and allow 
to ary for 30 minutes between coats, Allow last coat to completely 
ary. 


{c) Position floor covering in place and apply firm pressure. 
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(a) Apply а fillot of alumluized sealant around bave of galloy to floor 
covering. 
(e) Install moulding around alloy ac applicable. 


(f) Apply a Cillot of aluminized sonlant across edge of ull threshold 
- ' ag80mblios to floor covering in yadley areas, 


en) Install Baby Pyramid backed Avtrim as Tollowot 


(а) Apply а smooth, uniform brush coat of E0-7/0 adhogivo to both faying 
Surfaces and allow to dry for ono hour, 


(b) Apply a wecond coat of EC-770 to both faying surfaces end allow to 
dry for one hour, 


(e) Position Floor covering in place and apply firm pressure. 


(a) Apply а fillet of aluminized sealant around base of galley to floor 
covering. 


(e) Install roulding around goliey as applicable. 


(f) Apply е fillet of aluminized sealent across edge of all threshold 
assexblies to floor covering in galley areas. 
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CEILING PANELS + DESCRIPTION AND OPERATION 


1. Beoeription 


А. Tuo раавапдег compartment ceiling oxtonds Crom the rorvard cabin bulkhead 
to the aft cabin bulkhead, aud consists of punels constructed of light^ 
woight konoycomh miterials for salid panels, ond fiberglas laminate for 
Lighted panels, The ceiling consiats of forvard and aft drop ceilings, в 
төйпей ceiling, а miq-fusolauo drop coiling, and 2 removable headers. 


В, ma forward drop colling extends from the forward bulkhead to the forvard 
end of the raised ceiling panot; tho art drop ceiling extends from the aft 
end Of the raised ceiling panel to the art bulkhead. The ceilings 


of solid panels and doors, and lighted panels. 


The door panels and 


Uighted panels ore hinged and secured with camloc fasteners. The p: 
are supported by brackets and hangers and are accessible through the 


ceiling доо! 


consist 


anels 


C. Tho raised coiling panels consist of solid panels that extend from the 


forward drop cetling 


to tho aft drop ceiling. 


counted to hangers attached to the fuselage. 
held in place by alignrent grooves and spring clips on the edge of the 
center panels, and ty tolts to an intercostal on the outtoard side. 
Access to the side panels is through the hinged light troughs, and access 
to the center panels 15 by remova) of the side panels. 


‘The center panels ar 
‘The side ceiling pane! 


e 
ls ere 


D. ‘The míd«fuselage drop ceiling is located over the forward galley and mide 


fuselage Lavatory area. 
vol id panels, support ty trackets and kangere, 


through doors In the 


tories are Light panels. 


Access to the panel: 


Тһе panels Over the galleys and lavatories are 


8 18 


panels, Tne panels betweon the galleys and lava 


They are hinged Гог access to the lights 


counted atove the panels, and are secured by camloc fasteners. 


E. “me removable headers are located just aft of the forward galley and mid- 
fuselage lavatories, and tetveen the níd-fuselage drop ceiling and aft 
drop ceiling, he header is constructed of honeycomb panels and 
includes on illuminated no-szoking and fasten-seat-telt sign. The 
headers are attached to an intercostal at the outboard edges with bracket 

The attaching brackets are accessible through the 


and pin assemblies, 
hinged Light troughs. 
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CEILING PANELS - DESCRIPTION AND OPERATION 


ЕСІ 


A. 


э, 


5, 


Tue passonger compartment ceiling oxtonds from the forward cabin bulkhead 
to the art cabin bulknond and consists of panola constructed of light- 
woight honeycomb rateriake for solid panele, and fiborglas laminate for 
Lighted panela. The ceiling consists of forvard, midwfusclage, and aft, 
drop ceilings and raised ceilings, 


Tia forward, mid-fuselage, and aft drop ceilings consists of solid panels 
and doors, and lighted panels, The door panels and lighted panels are 
hinged and secured with camloc fasteners, Тһе panels ave supported by 
brackets and hangers are accessible through the ceiling doors. 


Me raised ceiling panels consist of solid panels and extend fron the 
forward and aft drop ceiling to tho mid-fuselage drop ceiling. Tue center 
raised ceiling panals are rounted to hangers attached to the fuselage, 

me side raised ceiling panels aro held in place by alignrent grooves and 
spring clips on the edge of the center panels, and by tolts to an inter- 
costal on the outtoard side, Access to the side panels is through the 
hinged light troughs, end uccess to the center panels is by renoval of 
the side panels. 
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СЕЛ PANELS = DESCRIPTION AND OPERATION 


Daeeription 


‘Tho passenger compartment culling extends from tho forward cabin vulkhond 
tO tho aft cabin bulkhead end consists of panels constructed of Lehte 
weight honeyconb materiale for solid panels, Тһе coiling consists of 
forvard, midefusolago, and art drop collings und гафоей со лав» 


Tne forward, Ad- Tusolaue, and aft drop ceflings cone 10t of solid panelo 
and doors. ‘Tho door punele are hinged and accured with comioc fasteners. 
The panels are supported by Lrackots und hangers and are accessible 
through the co*ling coors, 


he raised ceiling panels consist of colid panolo and extend from the 
forward and aft drop ceiling to the mid-fuselage drop ceiling. ‘he center 
raised ceiling panels are rounted to hangers attached to the fuselage. 
Tho side raised ceiling panels are held in place by alignment grooves and 
spring clipe on the edge of the conter panels, and ty bolts to an inter- 
costal on the outioard side, Access to the side panels is through the 
hinged Light troughs, and accese to the center panels is by removal of 
the side panels. 
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CEILDIG PANELS - DESCRIPTION AND OPERATION 


Description 


The pagsenger compartmont ceiling extends from tho forward cobin bulkhead 
to the aft cabin bulkhead and consists of panels constructed of Light- 
weight honeyoom materials for solid panels, and fiberglasa Laminate for 
Lighted panels, Тһе oel ing consiste of forward, und aft drop cet linge 
and raised coilings, 


The forward and eft drop cetlings consists of solid panels and doors, ond 
lighted panels. “he door panels ond lighted panels are hanged and secured 
with comioo fasteners, The panels are aupported by brackets and hangers 
which are accessible through the coiling doors. 


‘The raised ceiling panels consist of solid panels and extend from the 
forward to the aft drop ceiling. The center raised ceiling panels аге 
mounted to hangers attached to the fuselage. The side raised ceiling 
panels are held in place by alignment grooves and spring clips on the edge 
of the center panels, and by bolts to an intercostal on the outboard side. 
Access to the side panels is through the hinged light troughs, and access 
Фо the center panels is by removal of the side panels. 


Tue forward and aft drop ceiling contain life raft compartments and doors. 


The firat aid and emergency oxygen cylinders are installed at the aft end 
of the aft drop ceiling area. 
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CEILING PANELS PII 


-DE 


Doseription 


Tho main cabin ceiling extende from the forward cabin radio rack and lova- 
tory to the aft pressure bulkhead. Panels constructed of Lightweight 
honcycomb materials contain доље lights aufficient enough to provide 
approximately four foot-candles illumination measured at floor level, 


The aft cabin contains в short section of drop ceiling aft of the rear 

entrance door, The raised ceiling extends forward from aft drop ceiling 
to forward cabin drop ceiling, and covers the cold air supply ducts. The 
panels are mounted to hangers attached to the fuselage frame. Tho panele 


are removeble for maintenance and inspection of the overhead structure and 
equipment. 


Gonoral 
A. Removal/inetallation procedures for the passenger conpartrent coiling 


2. Removal/Installation Ceiling Panele 


Jan 1/67 : Рова 201 


DOVOLAf AIRCRAFT CO.. INC. 


96-8 SIXTY HERES 


MAINTENANCE MANUAL 


CEILING PANELS - MAINTENANCE 


panels are typicol, Removal of panels with chines, lights, or speakers 
attached requires opening of applicable oireuit breakers on the forward 
and aft cabin electrical p nels, and disconnecting these componanta at 
the panel, Cap both mating connectors, and tag, coll, and stow dis- 
connected wi 


Remove Raised Ceiling Panels 
(1) Open light troughs to gain access to plastic filler strip end. 
(2) Remove plastic filler strip et pane) transverse Joint, 


(3) Remove screxs and plates from outboard edge of outboard panel. 


(NOPE: Lower hinged light trough to gain access to outboard screws. 


(ву Lower outboard edge of outboard рэпе? uatll free of obstructions, 
then pull away from center panel until outboard panel drops free. 


(5) Remove outboard panel. 


(6) Support center panel and remove panel mounting screws along outboard 
edges of panel. 


(T) Remove and disconnect emergency lights. 

(8) Remove center panel. 
Install Raised Ceiling Panels 

(1) Support center panel in place end install mounting screws, 

(2) Connect and instell emergency lights, 

(3) Skip outboard panel into plece against center panel, and support pane) 
^ while installing mounting screws and plates on outboard edge of out- 

board panel, 


NOPE: Lower hinged light trough to gain access to mounting screw 


Locations. 


(8) Install plastic filier strips in panel transverse joints. 
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(5) Close and secure light troughe. 
(6 


) Close circuit breakers, 


Rouove Forward anê Aft Drop Coiling Panele 

NOIE! Removal of tho forward and aft drop ceiling panels requires prior 
removal of passenger вевбв, partitions, galleys, and stowoge racks, 
ав applicable, 

(1) Gain access to drop ceiling panel mounting screws, 
(a) Open cove light hinged lenses at outboard eide of panels, 
(b) Remove side panels adjacent to panel edges. 
(e) Remove snap-on trin, 


(a) Open ceiling panel doors. 


(2) Remove screws attaching electrical, water, and oxygen systems 
components to ceiling panels. 


HORE: Removal of panels having conditioned air ducts attached 
requires disconnecting ducts at panela (See Chapter 20). 


(3) Remove ceiling panel mounting screws from hangers, brackets, and 
fasteners. 


($) Remove ceiling panel. 

(5) For aft lavatory ceiling panels only, support aft lavatory ceiling 
panel with hand; remove camloc fasteners, and remove aft ‘lavatory 
ceiling panel, 

Install Forward and Aft Drop Ceiling Panels 
(1) support ceiling panel in position and install mounting screws. 


(2) Install electrical, water, and oxygen systems components to ceiling 
panel. 


(3) слове cove light lenses and panel doors, and install Itens removed 


ma ла E 


prior to removing ceiling panels. 
Remove Mid-fuselege Drop Ceiling Panels 


(1) Remove lavatory partitions, and remove galleys and galley 
n 
partitions. (See Chapter 53. 
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dnin access to mounting screws through access doors in ceiling panela, 
(3) Disconnect ventilating duct in galley ceiling репе]. 
(8) Remove mounting screws attaching punelo to hangers and brackets, 
(5) Remove cetling panels. 
F, Хавбала Mtd-fuselage Drop Ceiling Panels 4 
(1) Support ceiling panel {п position and install mounting sere 


(8) 1Instoli ventilating duct in galley ceiling panel. 
(3) Ineteil lavatory partitions, and install galleys and galley partitions. 


G. Remove Headers 
(2) Open cove light hinged lens at outboard sides of header. 


(2) Slide two sliding latches st each end of header inboard until free. 


(3) Remove header. 
Н, Тавбн11 Headers 


(1) Support header in position 


Slide two sliding latches at each end of header outboard until pine 
insert into receptacle and latch is latched. 


(e) 


(3) Close cove light hinged lens. 
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A. Reroval/installation procedures for the passenger compartment ceiling panels 
аге typical, Removal of panels with chimes, lights, or speakors attached 
requires opening of applicable circuit breakers on the forward ond aft cabin 
electrical panels, and disconnecting these components at the panel, Cap 
voth mating connectors, and tog, col, and stow disconnected wires, 


2. Removal/Installation Ceíling Panels 


А, Remove Raised Ceiling Panels 


а) 
(2) 
(3) 


(4) 


(5) 
(6) 


(т) 
(8) 


Open light troughs to gain access to plastic filler strip end. 
Remove plestie filler strip at panel transverse joint. 


Remove screws and plates from outboard edge of outboard panel. 


NOTE: Lower hinged Light trough to gain access to outboard screws. 


lower outboard edge of outboard panel until free of obstructions, then 


pull eway {гош center panel until outboard drops free. 


Remove outboard panel, 


Support center panel and remove panel mounting screws along outboard 


edges of panel. 


Remove and disconnect emergency lights. 


Remove center panel; 


B. Install Raised Ceiling Panels 


0) 
@) 
(3) 


(*) 


Jan 1/67 


Support center panel in place and install mounting screws, 


Connect and install emergency lights. 


Slip outboard panel into place against center panel, and support panel . 
while installing mounting screws end plates on outboard edge of outboard 


panel. 


HOTE: Lower hinged Light trough to gain access to mounting screw 


locations, 


Install plastic filler strips in panel transverse joints, 


L 
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(5) Close and secure light troughs. 
(6) слове circuit breakers. 
0. Ronova Forvard Mid-fusolege ond Aft Drop Coiling Panele 
BOLE: Rozoval of tho forward, mid-fusslage, and aft drop ceiling panelo 
requires. prior ronoval of passengor seats, partitions, galleys, end 
stowage racks, вв applicable. 
(1) dein accens to drop coiling panel wounting scrowe. 
(а) open cove light hinged lenses at outboard side of panels, 
(b) Remove side panels adjacent to panel edges. 
(e) Remove onap-on trim. 


(a) Open ceiling panel doors. 


(2) Remove screws attaching electrical, vater, and oxygen systems componente 
te ceiling panels. 


NOTE: Removal of panele having conditioned air ducts attached requires 
disconnecting ducts at panels (See Chapter 20). : 


(3) Remove ceiling panel mounting acrevs from hangars, brackets, and 
fasteners. 


(u) Remove ceiling panel. , 


(5) For art lavatory ceiling panels only, support aft lavatory ceiling panel 
with hend; remove camloc fasteners, and remove aft lavatory ceiling panel, 


Tnstall Forward, Mid-fuselage, and Aft Drop Ceiling Penels 
(1) Support ceiling panel in position and install mounting Screws, 


(2) Instali electrical, water, and oxygen systems components to ceiling 
panel, 


(3) Close cove Light lenses and panel doors, and install iteme removed 
prior to removing ceiling panels. 
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1. General, 


A. Removel/installation procedures for the passenger compartment ceiling panels 
are typical, Removal of penels with chimes, lights, or speakers attached 
requires opening of applicable oírouit breakers on the forward and oft 
cabin cleotrical panols, and disconnecting these components at the panel. 
Cap both wating connectors, and tag, coil, and stow disconnected wires, 


WARNING: TAO AND SAFETY THE CIRCUIT BREAKERS (SEE CHAPTER 20). 
GAUEION: ТКО МЕН SIOULD BE AVAILABLE TO HANDLE PANELS OVER 6 FEET 1 
LEN 


2. Tools and Equipment Required 


HOPE! Equivalent substitutes пау be used instead of the following listed 
items. 


item tane Huber Wanutacturer Use 

А Permacel Р-112 ` То repair denaged area 
pressure- in ceiling panel (00-8) 
sensitive 
tape 

B Epoxy putty По, 109 Leffingvell То repair danaged area 

Chemical Co. in ceiling panel 
` (ро-ёғ) 
с Rardener LM до, 52 Leffingvela To mix with Epoxy 


Chemical Co, putty Ho, 109 


3. Removal/installation Ceiling Panels (DC-8/6F-50) 


A, Remove Cabin Raised Ceiling Panels 


MORE: The removal and installation procedures for all cabin raised ceiling 
panels are identical except that when the clase divider partition is 
located under the panel, divider partition is removed prior to 
removal of the panels (вее 25-24-0). 


(1) Unbutton Lining tab between light troughs to gain access to plastic 
filler strip end, 


(2) Remove plastic filler strip at panal transverse joint, 
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(3) Remove outboard screvs and plates of outboard panel. 
HOTE: Drop the hinged light trough down to gain access to these soreva, 


(4) skip outboard panel down, to free panel from slip joint that forms panel 
joint of center and outboard panels, 


(5) Remove outboard panel, 
(6) Remove screws along center pane) edges. 
(T) Remove center panel. 
3. Inotell Cabin Raised Ceiling Panels 
(1) Moke certain circuit breakers called out іп paregraph 1 are open, 
(8) Support center panel in place and install attach screws. 


(3) Slip outboard panel into place end support panel until attach screws and 
plates are installed, 


HORE: Drop the hinged Light trough down to goin access to these attach 
sere, locations. 


(и) Install plastic filler strip et panel joint. 
(5) Button lining tab between light troughs. 
(6) слове circuit breakers. 
С. Renove Cabin Drop Ceiling Panels 
HORE: The removal and installation procedures for oll cabin drop ceiling 
panels are {деп се] except as noted. Тһе removal of the panels 
requires the removal of passenger seats, partitions and galleys. 
NOTE: Access to the panel attachments depends upon the adjacent components 
slong each panel edge. The following procedures shell be used for 
applicable conditions (1) through (5), 
{1} Panel edge with adjacent door: 


(а) Open applicable door. If slide door is to be open, remove slide 
(see 25-60-1). If life raft door is to be open, remove life raft, 


(2) Panel edge with adjacent light trough: 


(а) Drop hinged light trough for access to attach screws. 
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Panel edge with adjacent sidewall: 
(а) Remove side panels (see 25-21-0 and 25-21-1). 
Panel edge with adjacent cabin raised coiling: 
(а) Remove outboard raised coiling panel (aee paragraph А), 
Outboard panel edge (left side only, station 300 to 358). 
(a) Remove snap-on trin at panel lowor edge, 
(b) Remove overhead stowage rack (see 2525-0). 


Remove screws attaching electrical, water, and oxygen system componente 
to coiling panels. 


ROPE: The removal of penele having conditioned air ducts attached 
requires disconnecting the ducts at the panels (see Chapter 20). 


Remove overhead clip and hanger attach screve, 


Remove panel. 


D. ‘{ngtall Cabin Drop Ceiling Panels (06-8) 


(9) 


(2) 
(3) 
(9) 


(5) 


Make certain applicable circuit breskers called out ín paragraph 1, ere 
open. 


Support panel in position, 
Install attach screws. 


Install ereus attaching electrical, water, and oxygen system components 
to ceiling panel, 


Close circuit breakers. 


В. Remove Aft Toilet Ceiling Panels (00-8 anà 0-6) 


а) 
(2) 


Unlock camloc fastener. 


Remove panel, 


Р. Install Aft Toilet Ceiling Panels (00-8 and 06-82} 


(* 
{2} 


Place panel in position. 


Lock eamioo fastener. 
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o. Minor Repair To All Ceiling Panels (00-8) 


(1) Repair minor damage to ceiling panels, no larger than 2 aquure inches in 
eren, as followo: 


(а) Obtain а piece of PERMACEL P-112 aluminum foil prossure-sensitive 
tape larger in size than damaged area, 


(b) Clean area to be repaired with a detergent to permit adhesion of баре 
to damaged area, * 


(e) Apply tape over damaged area. 
(а) Paint or finish as necessary, 
H, Remove Cabin Raised Ceiling Panels (DC-8F) 


(1) Remove attach sereus, drop speakers down, disconnect electrical connec- 
tions, and remove speakers. 


(2) Remove screws in filler strip at esch end of trough light lenses, and 
open hinged lenses. 


(3) Remove screws attaching each trough light shield to panel edges, remove 
Screws attaching shields to overhead brackets, and remove shields. 


(0) Slide out plastic filler strip at each end of panel. 

NOTE: The strip at the aft end of the aft panel 45 secured to the top 
edge of the eft drop ceiling header at the center, Remove as 
follows: 

(а) Open oxygen door in drop ceiling for access, 


(b) Remove three screws in clip, and one on each side of clip 
at top edge of header, 


(e) Remove two screws attaching clip to panel top surface and 
remove clip, 


(a) Slide out filler Strip. 
(5) Remove screws attaching top surface of panel to angles at each corner. 
(6) Remove attach sorews along panel edges. B 
(Т) Remove panel. 
1. Install Cabin Raised Ceiling Panels (pC-8P) 


(1) Make certain applicable cireuit,breakers called out ín paragraph 1, 
are open, 


23-28-0 
50% 3 
Page 204 Feb 15/68 


(2) 
(3) 
(hy 


(5) 
(в) 


Pi 
(a) 


(a) 


(3) 
(hy 
(5) 


(6) 
(т) 
(8) 


(9) 


Fab 15/ 


обоа AIRCRAFT СО. IHC. 


BG- SIXTY ЕПИ 
MAINTENANCE MANUAL 


Support panel in place and install attach screws, 
Slide in filler strip at each end of panel. 
Secure filler strip at aft end of aft репе) ва follows: 
(а) Open oxygen door in drop ceiling for access, 
(b) Place clip in position and secure to penel vith tvo attach волена, 


(0) Secure clip to top edge of header with three attach screws, and 
install seren on each side of clip, 


(а) Close oxygen door. 
Install trough light shields. 


Close trough light lenses and install screws in filler strip at each 
end of lenses. 


Connect speskers electrical connections, and install speakers. 


Close circuit breakers. 


е Cabin Forward Drop Ceiling Panel (DC-8F (Coubination Cargo 
'assenger)) 


Remove attach screvs, drop speaker down, disconnect electrical connec- 
tions, and remove speaker. 


Slide plastic filler strip out from between lip of header and adjacent 
raised ceiling panel, ч 


Detach right side trough light from header, 
open vertice) access door at left side of panel, 


Disconnect "ИО SMOKING - PLEASE FASTEN SEAT BELTS" sign electrical соп. 
nector! Cap connector. 


Support panel and remove inside attach screw at each left side corner, 
Remove outoide attach screws at right side, 


Remove screws attaching any electrical and water systems components to 
panel. 


Remove panel, 
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К. Install Cabin Forward Drop Ceiling Panel (DC-8P (Combination Cargo 
Раввелбег)) 


(A) Hake certain applicable circuit brookero called out fn, рогавтарћ 1, are 
open. 


(2) Support panel in position, 
(3) Install attach serevs, 


(h) Uncap and connect "HO SMOKING = PLEASE FASTEl SEAT BELTS" eign electri- 
cal connectors 


(5) Install serews attaching any electrical and water systems components to 
panel, 

(6) Close access door, 

(1) Install plastic filler strip. 

(8) Attach trough light to header. 

(9) Connect speaker electrical connections, end install speaker. 
(10) Close circuit breakers. 

L. Remove Cabin Forward Drop Ceiling Panels (DC-8F (Passenger)) 

NOTE: The removal and installation procedures for 411 cabin drop ceiling 
panels eve identical except as noted, The removal of the panels 
requires the removal of passenger seats, partitions and galleys, 

ROPE: Access to the panel attachments depends upon the adjacent components 
slong each pane? edge. The following procedures shall be used for 
applicable conditions (1) through (1), 


(1) Panei edge with adjacent door; 


(в) 25.6 V. ne door. If slide door is to be open, remove slide (see 
25-60-14). 


(2) Panel edge with adjacent sidewall: 

(а) Reiove side panels (see 25-21-0 and 25-21-1). у 
(3) Panel edge with adjacent cabin raised ceiling: 

(а) Detach trough lights from header, left and right sides. 

(b) Remove plastic filler strip. 
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(1) Outboard panel edge (left side only, station 300 to 358). 
(а) Remove snap-on trim at panel lower edge, 
(b) Renove stovnge rack (seo 25525-0). 


(5) Ronove sopezs attaching electrical, vater, and oxygen systems components 
to ceiling panelo, 


(6) Remove overhead olip and hanger attach screws. 
(1) Renove pened, 
M. Inetell Cabin Forward Drop Ceiling Panels (DC-BF (Passenger) 


(3) Make certain applicable circuit breakers called out in paragraph 1, are 
open, 


(2) Support panel in position. 
(3) Inotall attach screws. 


(h) Install screws attaching electrical, water, and oxygen systems compo- 
nents to ceiling penek, 


45) Close circuit breskers, 
В. Remove Cabin Aft Drop Ceiling Panels (DC-8F} 
ПОТЕ: The renovel end installation procedures for all cabin drop ceiling 
panels are identical except as noted. The removal of the panels 
requires the removal of passenger seats, partitions and galleys. 
YORE! Access to the panel attachnents depends upon the adjacent components 
along each panel edge. The following procedures shail be used for 
* applicable conditions (1) through (3). 


(1) Panel edge with adjacent door: 


licable door, If slide door is to be open, remove slide (все 
+ If life raft door is to be open renove life raft, 


(2) Panel ойде forward of station 1120 right side, and station 1108 left 
sider . 


(a) Untock сөліос fasteners and remove small panel at outboard sides. 
(3) Panel edge with adjacent cabin raised ceiling: 
(а) Detach trough lights from header. 


(b) Remove p: 


io filler strip and clip (see НОТЕ, paragraph Н). 
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Remove screws attaching any electrical and vater systeme components to 
ceiling panele, 


NODE: Тһе removal of panele having conditioned eir duots attachad 
requires disconnecting the ducte ot the panels (see Chapter 13). 


Remove overhead clip and hanger attach screws, 


Renova pane), 


o. Install Cabin Aft Drop Ceiling Panels (DC~OF) 


а) 


(a) 
(3) 
on 


(5) 


Make certain applicable circuit breakers called out in paragraph 1, are 
open. 


Support panel in position. 
Install attach screws. 


Install screws attaching any electrical and veter systems components to 
veiling panel, 


Close circuit breakers, 


P. Minor Repair To All Ceiling Panels (pC-8F) 


Q) 
(2) 


(3) 
(u) 


Remove paint and smooth off damaged area by sending, 


Fill in dameged area with an epoxy putty such as Lefkoweld Шо. 109 with 
1M Но. 52 Hardener. 


When putty hardens, smooth off repaired area with sandpaper. 


Point as necessary. 


HOTE: If damage 15 extensive, and replacement of a section of the honey- 
comb core is deemed advisable, refer to the 00-8 Overhaul Menual, 
Chapter 13, 


u. Removal/Instatlation Ceiling Panels (DC-8-60) 
А. Renovo Raised Ceiling Paneis 


а) 
(2) 
(3) 


Open light troughs to gain access to plastic filler strip ond, 
Remove plastic filler strip at panel transverse joint. 
Remove screws ond plates from outboard edge of outboard panel, 


NOTE: Lower hinged light trough to gain access to outboard screws, 
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Remove ceiling panel mounting всгечо from hangers, brackets, and 
fasteners, 

Remove ceiling panel, 

Tor aft lavatory cofling panels only, support aft levato;y ceiling panel 


with hands remove camloe fasteners, ond remove aft lavatory ceiling 
panel, 


Support ceiling panel in position and install mounting screws, 


Install electrical, vater, and oxygen systems components to ceiling 
panel, 


Close cove light lenses and panel doors, and install items removed prior 
to rezoving ceiling panele. 
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OCEILINO PANELS - MAINTENANCE PRACTICES 


M, General 
A. Renoyol/inatallation procedures for the paasengor compartment coiling 
punela aro typical, Removal of ponels with chimes, lights, or speakers 
attached requires opening of applicable oirouit breakera on the fornard and 


aft cabin eledtrical pancls, and disconnecting those c ments at the 
panel, Cap both mating connectors, and tag, 0012, and stow disconneoted 


wires. 
2, Removel/Instellation Ceiling Panels 
A. Remove Raised Ceiling Panolg 
(1) Open light troughs to gain access to plastic filler strip end. 
(2) Remove plastic filler strip at panel transverse joint, 
(5) Remove screws and plates from outboard edge of outboard panel. 
NOTE: Lower hinged light trough to gain access to outboard screws, 


(њу Lower outboard edge of outboard panel until free of obstructions, then 
pull away from center panel until outboard drops free, 


(5) Remove outboard panel, 


(6) support center panel and remove panel mounting screws along outboard 
edges of panel, 


(7) Remove and disconnect emergency lights. 
(B) Remove center panel. 
В, Install Raised Ceiling Panels 
(1) Support center panel in place and instal). mounting screws, 
(2) Connect and install emergency lights, 
(5) ар outboard panel into place against center panel, and support panel 
while installing mounting screws and plates on outboard edge of outboard 


ponet. 


NOTE: Lower hinged light trough to gain access to mownting serew 
locations. 


(h) Install plastic filler strips in panel transverse joints, 
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(5) Close and secure light troughs. 
(6) Close circuit breakers. 
0. Remove Forward and Aft Drop Coiling Panels 
NOTE: Romoval of the forward and aft drop ceiling panela requires prior 
vemoval of passonger seats, partitions, galleys, and stowage racks, 
ав appliosble, 
(1) Gain access to drop 0017408 panal mounting screws, 
| (a) open cove light hinged lenses at outboard side of panels. 
(b) Remove side panels adjacent to panel edges. 
(о) Remove snap-on trim. 


(а) Open ceiling panel doors. 


(2) Remove screws attaching electrical, water, and oxygen systems components 
to ceiling panels. 


NOTE: Removal of panels having ccnditioned air ducts attached requires 
disconnecting ducts at panels (See Chapter 20). 


(5) Remove ceiling panel mounting serews from hangars, brackets, and 
fasteners, 


(h) Remove ceiling panel. 


(5) For aft lavatory ceiling panels only, support aft lavatory ceiling panel 
with hand; remove camloc fasteners, and remove aft lavatory ceiling 
panel. 


D. Install Forward and Aft Drop Ceiling Panels 
(1) Support ceiling panel in position апа install mounting screws. 


(e) Install electrical, water, and oxygen systems components to ceiling 
panel, 


(3) Close cove Tight lenses and panel doors, and install items removed 
prior to removing ceiling panels. 
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BUFFET/OALLEY = DESCRIPTION AND OPERATION 


1, Deseription 


A, "Tho galley unite аго located in the forword and aft sections of the passan~ 
gor compartment, Galleys 1 and 2 аға located in the right aft section of 
the fret~olaes compartment, galleys 3 end h are located. in the forward 
Tight section of the tourist compartment, and golleye 5 and 6 are located 
in the right aft section of the tourist compartment, Galley service doors 
are located between galleys 3 and u and galleys 5 end 6. Fach galley 
consists of an upper and lower unit. The upper unit is bolted to the 
galley partitions, and the lover unit fs mounted on rollers to facilitate 
removal from the airplane for servicing. 


B. The galleys are equipped with coffeomakers, hot cup receptacles, stowage 
compartments for meal carriers, vaste containers, vorklights, and olectrical 
pover and water connections. An electrical power load of 7000 watts of 
115-час powor is supplied to each of galleys 1, h, and 6, Electrical 
power is supplied from the electrical power center circuit breaker panel. 


Unheated and unfiltered veter is supplied to upper galley units 1, №, and 


1 6 through overhead supply lines from the pressurized potable water supply 
system, 2 

25-30-0 

CODE 1 

Jen 1/67 Page 1 


Pinne a OSA. 


E oe 


DOUGLAS ancgan CO., INC. 


BCA SIXTY SEES 
MAINTENANCE MANUAL 


CARRY-ON 
К 


CARRY-OH. 
CONTAINER 


ELECTRIC 
CONTROL 
PANEL. 


MA2-14244. 
25-30-0 Buffet/Oslley 
CODE 1 Figure 1 
Page 2 Jan 1/67 


DOUOLAS AIRCRAFT CO., INC. 
95-8 SICTV ВЕР): 


MAINTENANCE MAH 


DUFFET/CALLEY = DESCRIPCION AND OPERATION 


1. Dosoriptión 
орао 


A. Tho passenger compartment is equipped with galloys for storing and serving 
food ond refreshments to the crew and passengers, The gulleys are located 
Зл the forward and aft sections near the galley service doors. Mounting 
of the galleys 46 to the floor, floor seat tracks, and to tho ceiling vith 
pin-type ceiling mounting brackets. The ceiling mounting brackets support. 
inboard-outboord „ ond fare and aft Loading of the upper portion of the 
gatloys, 


В, The galleys ere equipped with coffeemakers, hot cup receptacles, stowage 
compartments for meal carriers, waste containers, vorklights, and eleotri- 
cal power and vater connections, Electrical power is supplied from the 
electrical pover center circuit breaker panel. Unheated and unfiltered 


1 water is supplied to the galleys from the potable water вирр1у system, 
25-30-0 
cobs 2 
дап 1/61 Page Y 


Pinet а уз. 


€ 


DOUGLAS МАСЯАЯТ CO., INC. 


DEB вихту ЕЕ 
BAIRTÉNANCE MANUAL 


НА2-4507 
25-300 Galley Installation 
CODE 3 Figure 1 
Page 2 Ç Deo 1/67 


такав u 


BOUGLAS AIRCRAFT CO.. IRC, 


BEE SIXTY ғаға 


MAINTENANCE MANUAL 


BUFFET/GALLEY ~ DESCRIPTION AND OPERATION 


1. Description 


A. The passenger compartment £s equipped with galleya for storing end serving 
food and refreshuents to the crew and passengers, The galloys are located 
in the forward and aft sections near the galley service doors. Mounting 
‘of the galleys is to the floor, floor seat tracks, end to the ceiling with 
pin-type céiling mounting brackets. Тһе coiling mounting brackets support 
inboard-outboard, and fore and aft loading of the upper portion of the 
galleys. 


B. The galleys are equipped with coffeenekers, hot cup receptacles, stovage 
coapartments for meal carriers, waste containers, vorklights, and electri- 
cal power and water connections, Electrical ромег is supplied from the 
electrical power center circuit breaker panel. Unheated and unfiltered 
water is supplied to the galleys from the potable water supply system. 


С. А removable crew galley is installed (DC-8F.50 pagsenger/cargo or all-cargo 
configurations) immediately inboard of the forwerd lavatory. The galley 
includes a forward facing counter, a coffee zeker, а hot cup, a 2-gollon 
liquid container, and a counter light with a switch. There із miscellene- 
‘ous stowage space and а trash container. A receptacle for electrical con- 
nections is provided in the cabin ceiling. The galley is not vented nor 
provided with cold air. The galley is pert of the beam structure support- 
ing the cargo restrain barrier net. 
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BUFFET/GALLEY - DESCRIPTION AND OPERATION 


1. Desoription 


A 


Тһе passenger corpartront 4% equipped with galleys for storing and sorving 
food and refreshments to the crew and passengers, The galleys are located 
in the forward and aft sections near the galley service doors, Mounting 
of the galleys fe to the floor, floor seat tracks, and to the coiling with 
pin-type coiling mounting brackets, and cables. ‘The ceiling mounting 
brackets support inboard.outboard, and fore and aft loading of the upper 
portion of the galleys. ‘he cables prevent the forward motion of the 
galley. 


The gellejs are equipped with hot cup receptacles, stowage compartnents 
for meal carriers, ovens, refrigeration units, vaste containers, чогке 
lights, and electrical power and water connections. Electrical power is 
supplied fron the electrical power center circuit breaker panel. Unheated 
and unfiltered "ater is supplied to the galleys from the potable water 
supply systen, 
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BUYPET/GALLEY - MAINTENANCE PRACTICES 


1. ganergl 
A Ronoval Instat омо procedures for the nm ero typical end: apply to 
ali galley unito, Galleys 1, 4, апд 6 are supplied with electrical power 


and Vater, and require disconnecting the electrical and vater lines prior 
to removal of the galleys, Сар both mating connectors and lino onde, 


Renoval/Inetaltation alleys 


А, Remove Galleys 


(1) Disconnect ond сар electrical connectors from upper galley units 1, b, 
and 


(2) Depressurize water system, and open coffeemaker and water faucet valves 
until water drains from water Lines. 


(3) Remove lower section of galley unit, 
(h) Support upper section of galley unit and remove partition mounting bolts. 
(5) Remove upper section of galley anit. 
(6) Remove roller assenbly from floor. 
В. Install Galleys 


(1) Place upper galley in installed position, ensuring mounting pins аге 
inserted in mounting sockets. 


(2) install partition mounting bolts. 

(3) Instali roller assemblies on floor, 

(8) Install lover galley unit, 

(5) Connect water lines and electrical connectors, | 


(6) Presaurize water system, (See Chapter 38.) 
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BUFFET/GALLEY - MAINTENANCE PRACTICES 


1. general 


A. потона тавада tton procedures for the galleys are typical and apply to 
ell galley units, Al) galley wits are supplied vith electrical power 
which requires the disconnecting of wiring prior to removal of the unit. 
ALL eie units except unit По, 3 aré supplied with potable veter, 
requiring the disconnecting and capping of rating connectors and line елде 
prior to reroval of the unit, 


2. Removat/Installation - Galleys 


А. Remove Galley 
(1) Remove curtain and curtain track. 
(2) Disconnect end cap ail electrical comectors. 
CAUTION: МАКЕ CERTAIN THE CIRCUIT ВРЕАКЕЯЗ FOR THE GALLEY POWER AND 


GALLEY AREA LIGHTS AID SIGHS ARE ОРЕП. ТАС AND SAFETY 
CIRCUIT BREAKERS. 


(3) Close galiey water supply valve. 


(5) Depressurize potable water system by opening air valve on the potable 
water service panel. 


(5) Open galley coffeemaker valves and vater faucet to pormit water in 
galley supply lines to drain. 


(6) Disconnect and cap а11 water supply lines to the galleys. 
(7) Remove floor attaching volts. 

(8) Remove upper attach pins fror ceiling support attachments, 
(9). Move galley inboard and rerove, 


NOTE: Coatroom shelf in coatroon forward of unit По. 3 mst be removed 
prior to reroving galley. 


B. Install Gslloy 


(1) Place galley unit into position and install the upper attach pins in 
ceiling support attachments, 


(2) Install and tighten floor attaching bolts to seat tracks, 


Fob 15/68 Page 201 


nue USA 


йр зе бата РЕН 
DOUGLAS АСҚАН co., INC. 


BG-A SIXTY SERIES 
MAINTENANCE MANUAL 


= LUCUS ep AM 
465 у ғұ С 
© 
© 


CES 2% „ мы ХА 
EP ы G 
' 2 BRACKET 

ћ der. 


ww А 7 Ух 


BRACKET {є 


= F > Nail 


CONNECTOR 


~ НА2-1421 
25-30-0 Galley Removal/Installation 
CODE 2 Figuro 201 
Pago 202 Deo 1/67 


тене за u 


(3) 


(ву 


(5) 
(6) 


70 
(8) 


Deo 1/67 


DOUGLAS AIRCRAFT CO., НС. 
BEE GIXTY SERIES 


MAINTENANCE MANUAL 

Connect a11 potable water supply lines. 

НОТЕ: Galley unit No. 3 лота not have a water supply, 

Connect all electrical power vireo to galley unit. 

CAUTION: МАКЕ СЕНФАШ THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 


QALLEY AREA LIGHTS AHD SIGHS ARE OPEN BEFORE MAKING 
ELECTRICAL COMPCTIONS. 


Close galley water faucet and coffeemaker valves. 


Preasurize potable water supply system to 38 (32) psi through the air 
valve on the potable water service panel, 


Tnstall curtain track and curtain. 


Close all galley area and power circuit breakers. 


25-30-0 
- борк 2 
Page 205 


DOUGLAS AIRCRAFT CO., INC. 


BOE SIXTY БЕЛЕЕ 
RAINTINANCE MANUAL 


BUFFET/OALLEY ~ MAINTENANCE PRACTICES 


M дао 
А, Romoval/Instellation procedures for the galleys aro typical and apply to all 
galley units, Oal 10% units 2, 3, 5, and Ó are supplied with water ond 


electrical power which requires the disconnecting and cupping of mating 
connectors and line ends prior to tho renoval of those units, 


2, Renoval/Installation ~ Salleys 


A, Remove Galley 


(1) Remove curtain and curtain track adjacent to galley unit to be removed, 
(2) Close galley water supply valve, 
(3) Disconnect and cap 211 electrical connectors. 
CAUTION: MAKE CERTAT THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 
GALLEY AREA LIGHTS AND SIONS ARE ОРЕН. ТАС AND SAFETY 
CIRCUIT BREAKERS, 

KORE: Circuit breakers are located on the electrical power center 
circuit breaker panel, Refer to Chapter 33 for additional 
circuit breakers to be opened in the event of the removal of 
any lights or signs in the galley areas. 


(4) Open galley faucet and coffeeraker valve to permit water in galley supply 
lines to drain. ` 


(5) Disconnect and сар all water supply lines to the galleys, 
(6) Remove floor attaching bolts. 

(т) Renove upper attach pins from ceiling support attachrents, 
(8) ove galley inboard and remove. 


В, Install Galley 


(1) Place galley unit into position and install upper attach pins in ceiling 
Support attachments. | р 


(2) Install and tighten floor atteching bolts to seat tracks. 
(3) Connect all potable water supply lines. 


NOTE: This step is omitted for those galley units with no water supply. 
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Connect all electricol power wires Lo galley units “onenrned, 


CAUTION: NAKE CERTAIN THE CIRCUIT BREAKERS FOR ТИК GALLEY POWER AID 
GALLEY AREA LIMITS AND SIGNS АВЕ OPEN, TAG AID SAFETY 
CIRCUIT BREAKERS. 


Close galley water Coucet and coffoenakor valvo, 


Install curtain trock and curtain, 


Close all galley area and poor eirouit broskors, 3 
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F PRACTICES 


1. Qenerel 


A. Galley units 1 and 3 are supplicd with water which requires tne disconnec- 
ting and capping of water lines, hoses and drains. Galley units 1, 2, 3, 
and 5 are supplied with electrical power which requires the disconnocting 
of electrical wires, Galley wit 5 stores tho first aid oxygen cylinder 
which requires the disconnecting and capping of oxygen lines. Tho removal 
and installation procedures for all galleys are similar differing only as * 
noted, 


2, Removal/Installation = Galleys 
А, Remove galley 


(1) Close galley water supply valve. 


Water supply valve is located in ceiling adjacent to the potable 
water storage tanks. 


(2) То drein the galley water plurbing, cper all vater faucets. 


(3) Oper galley circuit breakers on the electric power center circuit 
breaker panel. Tag and safety circuit breakers. 


(%) Disconnect and cap electrical and water lines to galley. 
(5) Disconnect and cap oxygen lines (Galley unit 5 only), 
(é) Rerove galley support cables. 
(7) Remove upper attach pins from ceiling support attachments, 
(8) Remove floor attaching bolts. 
(9) Remove curtain and curtain track where applicable, 
(19) Slide galley inboard and remove, 
B. Install galley 


(1) Place galley unit into position and install the upper attach pins in 
ceiling support attachments. 


(2) Instell and tighten floor attaching bolts. 


(3) Install end secure galley-support cables. 
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(h) Connect all potable water lines, 

(S) Connect electrical powor wires, 

(6) Connect firat aid oxygen Lines (Galley unit 5 only). 
(Т) Chose all vator faucet, 

(0) Open galley water supply valve, 


NOIE! Water supply valve is located in ceiling adjacent to the potable 
water storage tanko. 


(9) Close galley circuit breakers on the electrical power center circuit 
braoker panel, 
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BUFPET/GALLEY - MAINTENANCE PRACTICES 


1. general 


А. Removal and installation procedures for the galleys аға similar and apply 
to all galloy unite, Calley unito 2, 4, end 5 are supplied with potablo 
Vater and electrical power which requires the disconnecting and capping of 
water lines and the disconnecting of electrical wires prior to removing 
the galley. Galley unite 2, 4, and 5 have self-contained waste water drain 
tanka requiring no water line disconnecting. 

2. Removal/Installation + Galleys 

А, Recove galley. 

(1) Remove curtain and curtain track adjacent to galley unit to be removed, 

(2) Close galley water suppiy valve. 

(3) Disconnect and cap all electrical connectors, 

CAUTION: МАКЕ CERTATH THE CIRCUIT BREAKERS FOR THE GALIEY POWER AND 

GALLEY AREA LIGHTS AND SIONS ARE OPEN, “AG AND SAFETY 
CIRCUIT PREAKERS. 

(№) Remove coatroom shelf from aft face of galley unit 5. 

(5) Remove oxygen bottle and fire extinguisher stowage cabinet. 


(6) Open galley water faucet, coffeemaker valve, and drinking water faucet 
to permit water in galley supply Mines to drain. 


(1) Disconnect and cap al} water supply Lines to the galleys. 
(8) Remove floor attaching bolts. 
(9) Remove upper attach pino from ceiling support attachments, 
(10) Slide galloy inboard and remove. 
P. Install galley 


(1) Place galley into position and install the upper attach pins in ceiling 
Support attachments. 


(2) Install. and tighten floor attaching bolts. 


(3) Connect all potable water supply lines. 
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Connect 413 electrical pover wires to galley unit. 

CAUTION: КАКЕ CERTAIN THE CIRCUIT BREAKERS FOR ТИЕ GALLEY POWER AND 
GALLEY AREA LIONTS AND 82049 ARE OPEN DEFORE MAKING ELECTRICAL 
CONNECTIONS, 

Close galley coffeemaker valve end water faucat, 

Inatel oxygen bottle and five extinguisher stovoga cabinet. 

Install oxygen bottles, (Galley unit 1 only.) 

Open galley potable water supply valve. 

Install curtain track and curtain, 

Tnstell coatroom shelf to aft face of galley unit 5. 


Close all galley area and power circuit breakers. 
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BUFFET/QALLDY - MAIN SHANE PRACTICES 


1. бома 


А, mo rozoval and installation procedi 
cept ав noted. 


for the galley unite are identical 


B. Tho crow galley removal and installation procedures are for the oargo/ 
passenger or all-cargo airplane, 


2, ‘Tools and Equipment Required 
NOTE: Equivalent substitutes may be used instead of the following listed 


items, 
Iten name Number Manufacturer Use 
A Sealant 28-1122 Ргойцс®в Research То seal heads of 
, floor attach bolts 
> в Sealant 135 Coast Pro-Seal Зо seal galley unit 


Mfg. Со. to floor covering 


3. Removal/Instaliation Galley (00-8/8Р-50) 


А. Remove Galley 


NOTE: Remove magazine rack, stowage cabinet, and coatroom shelf and detach 
oxygen line when removing unit По. 1. 


(1) Remove galley fuses located on cabin elcetrical panel. 

(2) Drain fresh water systen (see Chapter 36). 

(3) Remove galley header and door, 

(5) Disconnect ali electrical and water connections. 

(5) Cep lines and connector and push airplane water line above ceiling. 
(6) Disconnect ceiling attachment. 

(Т) Remove upper section of galley unit. 


(8) Remove loose aquipmont end attachments, 
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MAINTINANCE MANUAL 
(9) Remove floor attach bolts. 
(10) Remove lower section of the galley unit, 


B, Inotell Calley 


HORE! Install magazine rack, stowage cabinet, and controon shelf, and 
attach oxygen line when installing unit No. X, 


(1) Make certain galley fuses hays been removed. 

(2) Position lover section of galley unit. 

(3) Install upper seotion of galley unit, 

0) Install floor attachment bolts and seal heads. 

(5) Secure ceiling attachment, 

(6) безі galley unit to floor covering. 

(1) Uncap and connect ali electrical and water-comections, 
p 


PERFORM PHASE CHECK OP THE AIRPLANE ELECTRICAL WIRING BEFORE 
CONNECTING THE ELECTRICAL CONNECTION, 


(8) Install galley header and door, 

(9) Install loose equipment end attachments, 

(20) Refill fresh water system (see Chapter 38). 

(11) Install galley fuses. 
C. Remove Crew Galley -- 06-67-50 

(1) Remove cargo berrier net from galley (see Figure 201). 

(2) Remove six top bolts that attach galley to galley support beam, 

(3) Remove four bottom bolts that attach galley to floor. 

(h) Remove galley. . 
D, Install Crev Galley -- 00-8Р-50 


(1) Locate galley in position and instell four bottom bolts that attach 
galley to floor, 


(2) Install six top bolts that attach galley to galley support beam. 


(3) Attach cargo barrier net to galley. 
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b, Romoval/Installation - Buffet/Galley (DCB-60). 


А. Renovo alley 


NOTE: Magazine rack, stowage cabinet, coatroon shelf, oxygen line, and 
electrical connector must be detached prior to removing unit No. 1. 


(1) open далу circuit breaker on electrical power centor, 
CAUTION: MAKE CERTAIN THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 
OALLEY AREA LIGHTS AND SIGNS ARE OPEN. TAQ AND SAFETY CIRCUIT 
BREAKERS, 


ROTE: Маке certain all circuit breakers are ороп and all switches ere 
in the off position on the galley control panel. 


(2) Disconnect and cap electrical connectors. 
(3) Close galley water supply valve. (see Chapter 38). 


(u) Open galley coffee maker valves and water faucet to permit vater in 
galley supply lines to drain. 


(5) Disconnect and cap ell water supply and drain lines to the galleys. 
(6) Push airplane water lines into ceiling and sidewall, 
(Т) Remove curtain end curtain track. 
(8) Disconnect ceiling attachment, 
(9) Remove inserts, loose equipment, and attachments. 
(10) Remove floor attach bolts. 
(11) Slide galley inboard and remove. 
B, Install Galley 


ROTE: Attach magazine rack, stowage cabinot, coatroom shelf, oxygen line, 
and electrical connector after installing unit No. 1. 


(1) open galley circuit breaker on electrical power center, 


CAUTION: MAKE CERTAIN THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 
GALLEY AREA LIGHTS AND SIGNS ARE ОРЕН. TAG AND SAFETY CIRCUIT 
BREAKERS. 
NOSE: Маке certain all circuit breakers are open end all svitohes are 
in the off position on the galley control panel, 


(2) Place galley unit into position. 
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Install and tighten floor attach bolts. 

Instali ond tighten ceiling attachment. 

Unoap and connect water supply end drain Linos, 

Uncap and connect clectric.. connectors, 

Слове galley coffee maker valves end water feucet. 

Inotoll insorts, looce equipment, and attachments to gelloy unit. 
Open galley water supply valve. 

Install curtain track and curtain, 


Close galley circuit breakers. 
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BUFFET/GALLEY ~ z PRACTICES 
1. Qenural 
A ALD ga units are supplied with alectrical power which requires the 


dieconnecting of wiring prior to removal of the unit, Oalloy unite 2 and 


of 


4 are supplied with potable water, requiring: the disconnecting and capping 


water supply and drain lines prior to unit removal. 


2, Revoval/ Installation -- Burfet/Galley ‘see Figure 201.) 


А. Rerove Galley 


а) 
(2) 


lov 3/68 


Renove inserts, loose equiprent, and attachrents. 


Disconnect and cap electrical connectors. 


CAUTION: ЗАКЕ 
"GALLEY AR HS AUD 
CIRCUIT BREAKERS. 


CR THE GALLEY POWER АТ 
TAG AD SAFETY 


e certain all circuit breakers are open ard ell switches are 
їп the off position or the galley control panel. 


Rerove coat racm (see 25-Һ1-0). 


Remove curtein from curtain tra: 


Pevove sign attacked te ceiling in galley area, 
Retiove ceiling parel between galley units. 

Renove fairing around top of galley unit. 

Close galley water supply valve ‘see Chapter 38). 


Open galley water faucet to perrit water in galley supply lines 
to drain, 


Disconnect and cap 212 water supply and drain Lines to the galley. 
Push airplane water Lines into ceiling and sidewall. 

Disconnect galley ceiling attachment and cable. 

Remove floor attach, bolts. 


Slide galley inboard and rerowe. 
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place galley into pusiticn. 
Install and tighten floor attach bolts. 
Install and tighten veiling attachment and cable. 


Chono galley water Гом 


Unoap and connect water supply and drain lines, 


Uncap and connect electrical connectors. 


CAUTION: MAKE СЕВТАТИ THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 
T7 GALLEY ARFA 110015 AUD SIGNS ARE ОРЕ. TAG АШ) SAFETY 
CIRCUIT BREAKERS. 


NOTE: Hake certain all circuit breakers are open and ell switches are 
777 in the off position on the galley control panel. 


Open galley water supply valve. 

instail fairing arcurd top of galley unit. 
Install ceilirg parel tetxeer galley units. 
Attach sign to ceiling in galley area. 
Install inserts, loose equiprent, and attachments to galley unit, 


Install curtain to curtain track, 


24 


Attach ссабгова (see 25-51-0). 


Close galléy circuit breaker or electrical power center, 
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BUFFET/GALLEY - MAINTENANCE PRACTTCES 


General 


AI galley units are supplied with electrical power which requires the 
disconnecting of wiring prior to rozovel of thc unit, Galley unite 1 and 
№ ave supplied with potable vater, requiring the disconnocting and capping 
of uator supply and drain lines prior to unit romovol. 


2. Rowovai/Inetallation - Burfet/Galley (See Figure 201.) 


^ 


Remove Galley 


(1) Remove inserts, loose equipment, and attachments, 


(2) Disconnect and cap electrical connectors. 


GAUPION: MAKE CERTAIN THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 
GALLEY AREA LIGHTS AND SIGNS ARE ОРЕН. TAG AND SAFETY 
CIRCUIT BREAKERS, 


NOTE: Меке certain ell circuit breakers are open and all switehes are 
in the off position on the galley control penel, 


(3) Remove coat room (see 25-41-0}, 

(h) Remove curtain from curtain track. 

(5) Remove sign attached to ceiling in galley area. 

(6) Remove ceiling panel between galley units. 

(1) Remove fairing around top of galley чо. 

(8) Close galley water supply valve (see Chapter 38). 

(9) Open galley water faucet to permit water in galley supply lines to 


drain, 


(10) Disconnect and cap all water supply and drain lines to the galley. 


(11) Push airplene water lines into ceíling end sidevall. 


(12) Disconnect galley ceiling attachment and cable, 


(13) Remove floor attach bolts, 


(18) Slide galley inboard and remove. 
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B. Install Galley 
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Place galley into position. 

Install end tighten floor attach bolts, 

Install and tighten ceiling attachment and cable. 

Close galley water faucet. 

Uncap and connect water supply and drain lines. 

Uneap and connect electrical connectors, 

CAUTION: MAKE CERTAIN THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 
QALLEY AREA LIGHTS AND SIONS ARE OPER. TAG AND SAFETY 
CIRCUIT BREAKERS, 


NOTE: Маке certain all circuit breakers are open and ell switches are 
nn the off position on the galley control panel, 


Open galley water supply valve. 

Install fairing around top of galley unit. 

Inatadl ceiling panel between galley unite. 

Attach sign to ceiling in galley area. 

Install inserts, loose equipment, and attachments to galley unit. 
Install curtain to curtain rack, 

Attach coatroom (see 25-13-0). 


close galley circuit breaker on electrical power center. 
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BUFFEY/GALLEY - MAINTENANCE PRACTICES 


3, General 
А. АЛА galley units are supplied with electrical power which requires tha 
dísconnecting of wiring prior to rewoval of tho unit. Galley units 1, 2 
and 4 are supplied with potable water, requiring the disconnecting ond 
onpping of water supply and drain lines prior to unit removal. 
B. Removal/Instellation - Buffet/Oalley (See Figure 201.) 
A. Renove Galley 
(1) Remove inserts, loose equipment, and attachments, 
(2) Disconnect and cep electrical connectors. 
CAUTION: MAKE CERTAIN THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 
GALLEY AREA LIGHTS AND SIGNS ARE OPEN. TAG AHD SAFETY 
CIRCUIT BREAKERS. 


NOTE: Make certain all circuit breakers are open and 813 switches are 
in the off position on the galley control panel. 


(3) Remove coat room (see 25-%1-0). 

(% Remove curtain from curtain track. 

(5) Remove sign attached to ceiling in galley area, 
(6) Remove ceiling pane) between galley units, 

(7) Remove fairing around top of galley unit, 

(8) Close galley water supply valve (see Chapter 38). 


(9) open galley water faucet to permit water in galley supply lines to 
drain, 


(10) Disconnect and cap all water supply and drain lines to the galley, 
(41) Push airplane water lines into ceiling, and sidewall, 

(12) Disconnect galley ceiling attachment and cable, 

(13) Remove floor attach bolts. 


{24} Slide galley inboard and remove. 
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B. Install Galley 
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Place galley into position, 

InoteJl and tighten floor attach bolts. 

Inotall and tighten ceiling attachment and cable. 

Chose galley vetor feet. 

Uncap and connect water supply and drain lines. 

Uncap and connect electrical connectors. 

CAUTION: MAKE CERTAIN THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 


GALLEY AREA LIGHTS AND SIONS ARE ОРЕН, TAG AND SAFETY 
CIRCUIT BREAKERS, 


NOTE: Make certain all circuit breakers are open and all switches are 
in the off position on the galley control pane). 


Open galley water supply valve. 

Install fairing around бор of galley unit. 

Instell ceiling panel between galley unite. 

Attach sign to ceiling in galley area, 

Install inserts, loose equipment, and attachments to galley unit, 
Install curtain to curtain track. 

Attach coatroom (see 25-11-0). 


Close galley circuit breaker on electrical power center, 
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BUFFET/GALLEY - MAINTENANCE PRACTICES 


general 


All galley units aro supplied with electrical power which requires the 
@isconnacting of wiring prior to renovel of the unit. Onlloy units 1, 

l апа 6 are supplied with potable water, requiring the disconnecting nnd 
capping of water supply and drain lines prior to unit removal. 


allation - Buffet/Oaliey (See Figure 201.) 


Remove Galley 
(1) Remove inserts, loose equipment, and attachments, 
(2) Disconnect and cap electrical connectors. 
CAUTION: MAKE CERTAIN THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 
GALLEY AREA LIGHTS AND SIGNS ARE ОРЕН. “AG AND SAFETY 
CIRCUIT BREAKERS. 


NOTE: Маке certain all circuit breakers are open and all switches are 
in the off position on the galley control реза. 


(3) Remove coat room (see 25-11-0). 

(1) Remove curtain from curtain track. 

{5} Remove sign attached to ceiling in galley area. 
(6) Remove ceiling panel between galley units. 

(1) Remove fairing around top of galley unit. 

(8) Close galley water supply valve (see Chapter 38), 


(9) Open galley water faucet to permit water іп galley supply Lines to 
drain, 


(10) Disconnect and сар all vater supply end drain lines to the galley. 


(11) Pugh airplane water linee into ceiling anà sidewall, 


(12) Disconnect galley ceiling attachment and cable, 


(13) Remove floor attachments. 


(1h) Slide galley inboard and remove. 
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п. Install Galley 
(1) Place galley into position. 
(2) Instal) and tighten floor attach bolts. 
(3) Install end tighten ceiling attachment and cable. 
(1) Gloss galley water faucet. 
(5) басар end connect water supply and drain lines, 


(6) Uneap ond connect electrical connectors. 


CAUTION: MAKE CERTAIN THE CIRCUIT BREAKERS FOR THE GALLEY POWER AND 


GALLEY AREA LIGHTS AND SIONS ARE OPEN. TAG AND SAFETY 
CIRCUIT BREAKERS. ° 


NOTE: Make certain all circuit breakers are open and all switches ore 


in the off poaition on the galley control panel. 

(T) Open galley vater supply valve, 

(8) Install fairing around top of galley unit. 

(9) тпвба13 ceiling panel between galley unite. 

(10) Attach sign to ceiling in galley area. 

(11) Install inserts, loose equipment, and attachments to galley unit. 
(12) Inetoli curtain to curtain track. 

(13) Attach coatroom (see 25-1-0), 


(14) Close galley circuit breaker on electrical pover center, 
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MOT LIQUID DISPENSER - DESCRIPTION AND OPERATION 


1. Description 


А, Tho hot liquid dispenser is usod to provide hot coffee or hot water and is 
installed in а compartment of the galley. Electrical connection 48 auto- 
matically made when the unit is installed. Water connection is made by 
a hose assembly to the galley potable water plusbing systom. Water passes 
through à purífier and а heater to the coffee breving unit or to the 
ddapensing spigot. 


B. Water is heated to a temperature of 86.7°C (388°Р). An amber light 11 
periodically go on and off during heating operations. When the light 
ie off water is sufficiently heated. 


C. Coffee is dispensed by pressing the hot coffee switch and hot water is 
dispensed by pressing the hot water switch. 
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пор LIQUID DISPENSER - DESCRIPTION AHD OPERATIQI 


1, Description 


А, 


в. 


"Ihe hot liquid dispenser 18 used to provide hot coffee or hot «ator and is 
installed in a compartment of tho gulloy. The dispenser is a self- 
contained unit houaing ite om water plumbing, water pump, shutoff valve, 
голог valve, drain valve, vent valve, faucet, water heater md hot plate 
мастог. ш 


Electrical рокег 1s supplied to the heater, hot plate, water pump, heater 
cycle Light, and associated switches through a connector on the aft end of 
the dispenser. Tho electrical controls on the face of the dispenser are a 
heater switch, hot plate switch, heater cycle light, and push button auiteh. 


Water connection fron the water supply system is rade by a hose ascenbly 
to the galloy water plumbing system. Water passes through a purifier, 
water pump, and a heater to the coffee brewing unit and to the dispensing 
spigote. The water is heated to a temperature of 86,7°С (188°F) when the 
heater 15 turned on. Tue arber heater cycle light will periodically go on 
and off during heating operations, when the light is off water is suffi- 
ciently heated. Water is dispensed by pressing the hot water push button 
sul ten which starts tie water pump and opens the solenoid shutoff valve. 


The tank vent valve is located at tke top or tke tank adjacent to the hot 
water supply faucet, When the valve is open the tank is vented during 
filling and draining operations, The valve is closed during normal 
operations. 
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HOT LIQUID DISPENSER - MAINTENANCE PRACTICES: 


1, General 


А, The removal and installation procedures for all hot liquid disponsere aro 
identionl, Htectricat connection is autonatiealiy made when the dispenser 
unit is installed in the galley compartment. 


2. BReroval/Installation ~ Hot Liquid Dispenser 
А, Remove hot Liquid dispenser 


(1) Close water selector valve, 


(2) To drain the dispenser, depress hot coffee and hot water switches and 
hold untit water stops flowing. 


(3) Place electric power switch on galley electrical control panel in OFF 
position, 


(4) Place pump and heater switches in OFF position. 
XOTE: Switches are located behind the cannister ín the dispenser. 


45) Open hot liquid dispenser circuit breaker on the galley electrical 
control panel. 


(6) Remove locking screw, = 
к 


The locking screw secures the dispenser to the galley corpart- 
nent track, 


(7) Remove hot liquid dispenser. 


CAUTION: CARE MUST BE EXERCISED WHEN REMOVING THE DISPENSER TO 
PREVENT THE FORWARD Ext OF THE DISPENSER FROM BEING 
RAIBED TOO HIGH. DAMAGE TO THE ELECTRICAL CONNECTOR 
VAY RESULT. 


HOTE: Hater hoses are of sufficient length to permit dispenser to bo 
reroved from the galley compartrent. 


(8) Disconnect water hoses from the galley water plumbing system and сар 
the iine ends, 


B. Insten hot liquid dispenser 


(1) Connect water hoses from the galley water plumbing system to the dis- 
penser watar Linos, 


NOTE: Water hoses aro of sufficient length to permit attachment prior to 
installing the dispenser in galley conpartnent. 
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(2) Install hot liquid dispenser, 


CAUTION: CARE MUST BE EXERCISED WHEN ИБТАМЛИВ THE DISPENSER TO 
PREVENT THE FORWARD END OP THE DISPENSER FROM BEING RAISED 


TOO HIGH, DAMAGE ТО THE ELECTRICAL CONNECTOR MAY RESULT, 


(3) Secure locking screw through dispenzer frame and galley compartment 
track. 


(и) open water selector valve. 
(5) Place pump and heater switches in OR position. 
NOPE: Switches are located behind the canister in the dispenser, 


(6) Place electrical power switch on the galley electrical control panel 
in QH position, 


(7) Close hot liquid dispenser circuit breoker on the galley electrical 
control panel, 
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HOT LIQUID DISPENSER ~ MAINTENANCE PRACTICES 


1. genere! 
А, Tho removal end installation procedures for oll hot liquid digponsors аге 


fdentical. Electrical connection is automatically made when the dispenser 
unit 18 installed ín the galley comportcont, 


2, Roupval/Installation - ilot Liquid Dispenser 
А. Remove hot liquid дівропвег, 


(1) Close water selector valve, 


(2) То drain the dispenser, depress hot coffee and hot veter switches and 
hold until water stops flowing, 


(3) Place electric power switch on galley electrical control panel in OFF 
position. 


(^) Place pump and heater switches in OFF position. 
КОТЕ: Switches are located behind the cannister in the dispenser, 


(5) Open hot liquid dispenser circuit breaker оп the galley electrical 
control panel. 


(6) Remove locking screw, 


NOTE: -The locking screw secures the dispenser to the galley compart- 
nent track. 


(7) Remove hot liquid dispenser, 


CAUTION: CARE MUS? ВЕ EXERCISED WIEN REMOVING ТИЕ DISPENSER TO PREVENT 
ТИЗ FORWARD END OF THE DISPENSER FROM BEING RAISED TOO HIGH. 
DAMAGE TO THE ELECTRICAL COMMECTOR MAY RESULT. 


NOE: Water hoses аге of sufficient length to permit dispenser to be 
removed from the galley compartment. 


(8) Disconnect water hoses from the galley water plumbing system and cap 
the lino ends, 
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Inatull hot liquid dispenser 


) Сопловб water ћовес from the galley vater plumbing system to the dis- 
penser water lines, 


NOTE: Water hoses are of sufficient length to permit attachment prior 
to inetolling the dispenser in galley compartment, 


) Install hot liquid dispenser. 
QAMPXON: CARE MUST BE EXERCISED WIE XUSTALLIIO THE DISPENSER TO 
PREVENT THE FORWARD END OF THE DISPENSER FROM BEING RAISED 
700 HIGH. DAMAGE TO THE ELECTRICAL CONNECTOR MAY RESULT, 


) Secure locking acrew through dispenser frame ond galley compartment 
track, 


) Open water selector valve. 
) Place pump and heater switches in ОН position. 
NOTE: Switches are located behind the canister in the dispenser. 


} Place electrical power switch on the galley electrical control panel 
in ON position. 


) Close hot liquid dispenser circuit breeker on the galley electric 
control panel. 


ffee Maker - Cleaning 
А. Coffee Maker 


(1 


(2) Using clear water, wash coffee level probe and hot plate surfaces of 


coffee maker, 


(3 


(*. 


(5; 


) Pull circuit breakers on switch panel. 


NOTE: A solution of 2 to 3 ounces of detergent cleaner to в bucket 
of water may be used if necessary, 


) Ensure that every trace of dried coffee is removed, Use aluminum 
wool 1f necessary. 


) Remove tray of coffee head and rinse in clear water. 
NOTE: Do not rinse tray or head in the cleaning solution, 


) Pull coffee makers from cavities and wash vork deck surfacos with the 
leaner solution. Rinse well and dry with a cotton rag. 
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В, Brewing Heads 
NOTE: Do not clean heads using detergento or disinfectant colution due 
to the poseibility of affecting coffee teste. 


(1) Operate coffee button without з coffee tag in head. 


(8) те desired reoults ore not obtained in (1) above, renove head and 
rinse in container of hot water. 


(3) If rinsing in container does not clean head, replace tho head. 
NOTE: Normal coffee stains on à head are not cause for replacements 


however, if thore io а residue that will not readily rinse away 
in hot vater, replace the head. 
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MOT LIQUID DISPENSER - MAINTENANCE PRACTICES 


1, Qenoral 
А, Tho removal and installation procedures for all hot liquid disponaors are 
identical, . 
Ф, Removal/Inetallotion < Mot Liquid Dispenser 
А. Remove Hot Liquid Dispenser 


(1) Open galley electrical power circuit breaker on the flight compartment 
EPC. 


CAUPIOU: ТАФ AUD SAFETY CIRCUIT BREAKERS, 


(2) Make certain de power switch on galley electrical control panel is off, 


(3) Brain dispenser and dispenser water tank. 


(a) Close simtoff valve controlling water supply to dispenser from main 
water supply tanks, 


(v) Open dispenser tenk drain valve, 


The drain valve is located at the bottom of dispenser tank. 
(c) open vent valve. 
НОТЕ: ‘The vent valve is located irmediately above dispenser tank, 


(a) Depress and hold hot coffee and hot water switches until water flow 
stops. è 


(8) Remove quick disconnect water kose above hot liquid dispenser. 
(5) Disconnect electrical wires and bonding, 
(6) Remove locking беген. 


NOTE: The locking screw secures tho dispenser to the galley compartment 
tram. 
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Ronove hot 11414 dispenser, 


CAUTION: CARE MUST BE EXERCISED WHEN REMOVING TIE DISPENSER TO PREVBIT 
ТАБ FORWARD END OF ТИЕ DISPAISER FROM BEING RAISED TOO NION, 
DAMAGE TO TUE ELECTRICAL CONIECTOR MAY RESULT, 


В. Install Hot Liquid Dispenser 


(1) 


(2) 


(3) 


e 


e 


(6 
(2 


(8) 


(9) 
(10) 
ау 


Open galley electrical power cirenit breaker on flight compartment EPC, 

CAUTION: TAG AND SAFETY CIRCUIT BREAKERS, 

Close drain valve at bottom of dispenser tank. 

Wore: Valve is closed when valve hendle is 90° to drain line. 

Install hot liquid dispenser. 

CAUTION: CARE MUST BE EXERCISED WHEN Lis TAL. d THE DISPENSER TO PRE- 
VENT THE FORMARD END OF ТИЕ DISPENSER FROH BETUG RAISED TOO 
НЕОН, DAMAGE TO THE ELECTRICAL COHHECTOR MAY RESULT. 


Secure locking screw through dispenser frame and galley compartment 
track. 


Attach quick disconnect water hose to water supply line. 
Connect electrical vires and bending. 


Open shutoff valve controlling water supply to dispenser from main 
water supply tanks. 


Open drain valve on bot ton of tank to cake sure water is flowing from 
airoralt veter supply to disperser tank, 


Chose drain valve, 
Close vent valve, 


Close galley electrical power circuit bresker on the flight compartment 
EPC, 


3. Inspection/Gheck - Hot Liguid Dispenser 


А, Turn on galley electrical power switch on galley control panel. 


B. Turn on de control switch. 


С. Open vent valve at top of tank, 
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D, Frese hot water pust button switch and hold to purge tank of atr. 
HOLE: ‘The water pump will start and water #111 flow from vont and faucet, 
E. Release push button ewiteh and close vont volvo, 
Т. Turn on hot plate and check for host rigo, then turn hot plato off, 
0, Turn on water heater ond check that суоле Light comes on. 
NOTE: Allow several minutes for water to warm, 


К, Press and hold hot water push button ewiteh, Check that water flowing from 
faucet is магт, 


1, Tura off all dispenser control switches. 


J. Check water hose disconnect fitting for leaks. 
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GALLEY ELECTRICAL POWER AHD CONTROL 


1. Deseriptíon 


A. The 00-8-50 galley units No, 1 ond 3 are supplied 115-volt a«0 power fwon 
tho forward and aft main cabin vuvaes, Power from Vlo busses to the galloy 
unite ie controlled by two 28-volt 4-с powered control rolays operated by в 
control өмізен located on the systems engineer's control panel, 


В. Тһе 00-87-50 (Passenger) galley units Но, 1, 3, M, and 5 ere suppliad 115- 
volt вд power from the forward and aft main cabin buseos, Power from the 
busses io controlled by five 28-volt d-o powered control relays operated 
dy a control switch located on the systems engineer's control panel, 


C. The 26-82-50 (Combination Cargo Passenger) crew galley'unit 1e supplied 115- 
volt a-e power from the forward electrical power center. Galley unite 
Ho. 3, 4, and 5 are supplied 15-volt a-c power from the aft main cabin bug, 
Power fron the electrical power center and the main cabin bus is controlled 
by six 28-volt powered ccntrol relays operated by a control evitch located 
9n the systems engineer's control panel. 
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QAULEY OVENS 


MAINTENANCE, PRACTICES, 


1, Generar, 


A. The oven 18 constructed of aluminum with inconel liners separated by а 
fiberglas insulation and contains two compartments. 


B. Teo men аге required to remove or install galley ovens. 
€. Une rubber gloves and other protective olothing as required by cleaning 
methods, 
2. Reuoval/nstallation = Galley Oven 
А, Remove galley oven 
41) Open galley circuit breakers. 
CAVPIQN: MAKE CERTAIN GALLEY CIRCUIT BREAKERS ARE TAGGED AND SAFETIED. 
(2) Remove bolts securing oven to galley. 
NOTE: Access to bolts ia under oven and above galley work top. 
3} Glide oven out of cavity until electrical cable is exposed. 
(b) Disconnect electrical cable. 
(5) Remove oven. 
B, Install galley oven 
(1) Open galley circuit breakers. 


ЧАРТОВ: MAKE CERTAIN GALLEY CIRCUIT BREAKERS ARE TAGGED AND ВАРЕТТЕО 


(2) Raine oven to cavity in galley and connect electrical cable, 
(3) Slide oven into cavity. 


(M) Install and tighten bolts to secure oven, 
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С. Cleaning galley oven 
HORE! oven сви be maintained in « sanitary condition by frequent and 
periodic cleaning. Use rubber glovos and other protective clothing 
as required by cleaning methode, 
(1) Remove oven for overall cleaning (see paragraph 2A). 
HORE! It 10 not necessary to remove oven to olean just the interior. 


(2) Remove rod-type heating elements and mounting elips in each oven 
compartment. 


() Clean oven with hot water and а mila detergent. 


CAUTION: CARE SHOULD BE EXERCISED THAT CLEANING AGENTS HARMFUL TO 
SILICONE DO NOT СОМЕ IN CONTACT WITH THE DOOR SEALS. 


NOTE: Be careful the grained finish of the oven 19 not poratched by 
use of harsh e keene ing agents. 


NOPE: Stubborn spots can be removed with scouring powder and fine steel 
wool. 


(0) Ringe with clear water and vipe dry. 


(5) Install oven after cleaning (cee paragraph 2B). 
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BEFRIGERATON - DESCRIPTION AND OPERATION 


1. ef 


x 


в. 


Таз rofrigerator conniste of twe units, on insulated cabinot and a 
domprenaorx/condensing unit, Tho cabinet js en integral part of the galloy, 
Tho conprensor/condensing unit is mounted on top of the cabinet in galley 
№, 1, In gélleya Но, 3 and Но. 5 the compressor/condencing unit 18 
mounted on the floor of the galley unit against the outboard wall, Access 
to the conprassor/condenaing unit 16 through the air vont in galleys No. 3 
and Но. 5. 


e aomprossor/condeneing wit 46 a hermetically sealed vane type having 
balanced parte for quiet and trouble free operation, Тһе pump and rotor 
are matched, balanced assemblies and should not be separated and used for 


spare parts, The unit also 4: согрогафев a thermal switch sensitive to 


heat and electric current. Тһе avitch is sat to interrupt electric current 
flow to the compressor motor in the event of overheating or electric power 
surge, The unit will automatically restart when temperature returns to 
normal or when electric pover again stabilizes. Тһе fan motor operates 
continuously to provide а constant flow of соо] air to the condensing unit 
and to lower compressor cylinder heed temperature. A fusible safety plug 
will melt in the event of extreze pressure build-up in the receiver tanks. 


"he compressor/condeneing unit operates with 208 volt, 3 phase, 400 cycle 
alternating current. 


BEERIOERATOR ~ TROUBLE SHOOTING 


i. [posse Shoot Rofrigerator 


Poggibio Causos 


A. FREON BIGHT 05468 SHOWS PINK IN COLOR 


(1) Excessive moisture 
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Correction 


change filter drier, 


В. COMPRESSOR FAILS TO START 


(1) Switch off 


(2) Control knob in off 
position 


(3) Faulty thermostat 


(h) overheated compreesor 


Check caster switches. 


Rotate knob to desired setting. 


Replace therzostat, 


Check for excessive freon change. 
Inspect for defective fan motor. 
Ropair/replace ав required. 


©, CIRCUIT BREAKER TRIPS AND RED LIGHT COMES ON 


(1) short circuit 


(2) Excessive oi in motor 


(3) Faulty circuit breekor/ 
fuse 


(N) Overheated/burned out 
motor 


D, REFRIGERATOR NOT COOLING TO DESIRED TEMPERATURE 


Inspeot wiring and connections. 
Ropair/replace as necessary. 


Drain off excessive oil, 
Inspect cirouit breaker/fuse. 


Inepect motor, Repair/replace 
ав necessary, 


(1) Control knob incorrectly 
set 


(2) FeuXty thermostat 


Reset control knob to proper 
setting. 


Replace theruostat. 
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REERIQERATOR ~ MAINTENANCE PRACTICES 


» — 


Ay The coupressor/condoncing unit io mounted on top of tho refrigerstor 
cabinet in galley No. 1 and on the floor of galloys No. 3 and Но, 3. 
Access to the compressor/condensing unite is through tho air vent openings. 


Bı Turn valve stems on high sad low proseuro service valves counterelookvige 
to close and olookwise to open. 


0. Refrigeration system should be purged when foreign matter is know or 
sunpectad to have entered the system or when excessive moisture is present 
86 indicated by the color of the freon gas (pink ~ molsturo present, 
blue ~ dry). 
2, Toole and Equipment Required 


NOTE: Equivalent substitutes may be used instead of the following listed 


itens. 
Iten Name Runder Manufacturer Use 
A Charging Kit 8090 Nordekog Co., То fill, ада to, 
Ven Mays, Calif. purge, or charge 
refrigeration units 
B Vacuum pusp - Commercially To fill or add oil 
available to compressor, or 
evacuate system 
с Freon бав FREON-22 Commercially То charge refrig- 
available eration units 
р оп 525 Frigidaire То lubricate con- 
- Bales Co., pressor wit 
Dayton, Ohio 
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3. Servicing Refrigoration System (sae Figure 201) 


HOTE: Sorvicing the refrigeration system requires the purging, charging, or 


adding freon or oil to tho compressor/condensing unit and/or tho 
galley system, 


NOTE: Total capacity of the refrigeration system io 2 1/2 pounds of freon 


N 
а 


{2 


(3 


а 
6 


(6; 
a 


(8 
(9. 
(10 


25-30- 
CODE 1 


вов, 
Purge compreesor/condensing unit, 
) Check freon charge through freon sight gage. 


JORE! If freon shows pink (indicating moioture present), or Ar foreign 
matter exista in the system, purge and charge ayatem, 


) Open galley circuit breaker and turn off refrigerator switch on electri~ 
cal panel, 


CAUTXON: МАКЕ CERTAIN CIRCUIT BREAKER IS OPEN, SAPETIED, AND TAGGED, 


) Remove valve stem protective covers from high and low pressure service 
valves, 


) Close high and low pressure service valves. 
) Connect drain line to high pressure service valve. 


NORE: Invert loose end of drain line into a container or rag to collect 
oll or foreign matter. 


) Connect charging kit low pressure line to low prossure service valve, 
) Connect a bottle of FREON-12 to charging kit fill line, 
CAUTION: BOFILE MUST BE HELD UPRIGHT TO ENSURE DELIVERY OF FREON IN 
GASEOUS STATE ONLY. FREON IN LIQUID STATE MUST NOT BE 
INJECTED INTO SYSTEM, 
NOTE: Use a one (1) pound bottle of FREON-12 only for purging, 
) Open high and low pressure service valves. 


) Open freon bottle valve. 


) Open charging kit lov pressure valve and introduce freon charge through 
systen. 


NOTE: Turn valve handle counterclockwise to open and clockwise to close. 


NOTE: When freon bottle is empty eystem is purged. 


h 
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B. Purging the galloy system. 


HORE: Purging of galley oysten is accomplished separstely to prevent addi» 


tional foreign matter being injected into tho comprossor/condenping 
unit, 


NOTE: Purging of the galley syntem 10 accomplished while the charging kit 
48 still connoctad, 


(1) Connect charging kit high pronsure line to high prossure service valve, 


(e) Tum valve sten on low prossure service valve опа (1) complete turn 
counterclockwise to open low pressure line to galley nyatem low presnura 
вувбель 


(3) Disconnoct high pressure line from high pressure service valve to permit 
evacuation of freon from galley system, 


(b) Conneat в bottle of FREON-12 to charging kit f111 line. 
CAUTION: BOTTLE MUST BE HELD UPRIGHT TO ENSURE DELIVERY OF FREON IN 
GASEOUS STATE ONLY. FREON IN LIQUID STATE MUST NOT BE 
XHUECTED INTO SYSTEM. 
HOPE: Use а one (1) pound bottle of FREON-12 only for purging. 
(5) Open low pressure valve on charging kit manifold, 
(6) Slowly open valve on freon bottle. 
NOTE: When freon bottle is empty system is purged. 
(T) Connect charging kit high pressure line to high pressure service valve. 
(8) Clone high and low pressure service valven. 
(9) Renove freon bottle, 
0. Charge refrigeration system, 
CAUPIQH: DO NOT PERMIT REFRIGERATION SYSTEM OPERATION WITHOUT FREON. 


CAUTION: ENSURE COMPRESSOR OXL XS AT А SAPE LEVEL PRIOR TO OPERATING 
COMPRESSOR. 


HORE: When recharging а system that is low on freon, stepa 0.(1) through 
(12) pertaining to evacuating the system can be deleted. 


(1) Cheek freon charge through freon sight gage. 


КОТЕ) If moisture is indicated in tho system (blue ~ dry, pink - wet) 
evacuate system before proceeding (aee paragraph В), 
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Remove high and low pressure valve utem covers, 
Close high апа low prosoure service valves, 
Ronove charging port covers. 


Connect charging kit to high and low pressure service valves charging 
ports. 


Turn high and Jow pressure valve stems one (1) complete turn clockwise 
ta open refrigerator and charging port linos, 


NOTE: Any pregeure in the syatem wild register on the charging kit 
high and 10% pressure gages, 


Connect charging kit fill line to a vacuum pump capable of maintaining 
28 inches vacuum. 


Open hijh and low pressure valves on charging kit manifold. 

Start vacuum pump and operate for thirty (30) minutes. 

Close high and low pressure valves on charging kit manifold, 

Stop vacuum pump. Е 

Disconnect charging kit fill line from vacuum pump, 

Connect charging kit fill line to freon bottle. 

CAUTION: BOTTLE MUST BE HELD UPRIGHT TO ENSURE DELIVERY OF FREON ІН 
GASEOUS STATE ONLY. FREON ІН LIQUID STATE MUST NOP BE 
INJECTED INTO THE SYSTEM, 


Орға valve on freon bottle. 


Slightly loosen fill line connection at manifold, bleed air from line, 
then tighten connection. 


Operate refrigerator for two (2) to three (3) minutes to stabilize 
aten, 


Introduce freon gas to the condensing unit in the following manner; 


(а) Open charging kit low pressure valve for fifteen (15) песолав thon 
olose valve, 


(b) Weit five (5) minutes for freon and oil to balance in system, 


(e) open charging kit low proseure valve for fifteon (15) oeoonde then 
olosa valve, 
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(d) Wait ten (10) minutes for freon end oil to balance in system, 


(в) Ropoat steps (17) (с) and (a) until freon sight gage indicates full 
end no bubbles aro viable, 


loj: Bubbles will вррову vhon the conpregsor/condenoing unit ip 
turnoà off. This condition is normal and does not indicate 
ineuffioient freon, 


(26) Cove conprossor/condonsing unit high and low prose 


service valves. 
(19) Disconnect charging kit. 
(20) Install protective covers on valve stems and charging porta, 
(21) Cheek freon sight gage for evidence of moisture. 

D, Add oil to compressor. 


SANTION: UNIT SHOULD HOT BE OPERATED IF IT IS KNOWN OR SUSPECTED THAT OIL 
X8 NOT PRESENT XN THE COMPRESSOR, AS PERMANENT DAMAGE WILL OCCUR, 


HOTE: Recommended oil for compreasor is filtered Frigidaire 525 oil. (А 
тей coloring agont has been added to assist in leak detection.) 


КОТЕ: 011 capacity is nine (9) ounces, 


НОТЕ: Operate unit approximately fifteen (15) minutes prior to visual 
check. 


(1) Check oil level through sight glass located in front of compressor. 
NOTE: Safe operating level is between 1/2 and 3/4 full, 
(2) Add oi} to compressor (operating). 


NOTE: Oil кау bs added to the compressor with or without the unit oper- 
eting. Separate procedures are given for each condition, 


(а) Remove protective covers from charging port and valve sten on 
low pressure service valve, 


(b) Connect charging kit low pressure line to charging port on low 
pronaure service valve, : 


HOPE: Moke certain both valves on the charging kit manifold are 
closed. 


(e) Place charging kit fill Line into clean bottle ог container filled 
with compreasor oil, 


(4) Open high preseure service valve, 
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(e) open charging kit low prosewre valve slightly to permit trapped air 
to оясара into bottle of compressor oil. 
MORE: A bubbling action in tha oil indicates oir is escaping, 

(r) слово charging kit 10% pressure valve to stop atr flow, 

(g) Орал 10% pressure service valve approximately three (3) turns. 


(n) open charging kit low pressure valve slightly to permit oil to be 
dram into compressor, 


КОТЕ: 041 showd be drawn into compressor slowly, А pinging noise 
will indicate too rapid intake of oll, Decrease flow rate by 
manipulating charging kit low pressure valve handle. 


(1) Close charging kit low pressure valve to stop oii flow when desired 
oil level ia reached. 


КОТЕ: Normal operating oil level, as observed in sight glass, із 
between 1/2 and 3/k full. 


(3) Close low pressure service valve, 

(к) Close high pressure service valve. 

(а) Remove charging kit. 

(m) Install low pressure service valve protective covers. 
(3) Add oil to compressor (not operating). 

NOTE: To replenish oil to a system when compressor is not operating 
requires bleeding of the system and recharging with FREON-12 to ` 
remove air and moisture. 

(a) Remove protective covers from high and low pressure service valves. 
(b) Disconnect charging kit high pressure line and connect to vacuum pump. 


(c) Connect loose end of high pressure line to high pressure service 
valve charging port, 


(4) Connect charging kit low pressure line to low pressure service valve 
charging port. 


(e) Place loose end of charging kit fill line in container filled with 
nine (9) ounces of oil. 


(е) Open high pressure service valve. 


(6) open low pressure servica valve. 
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(h) Turn on vacuum purp. 


(1) Open charging kit low preosure valve to permit oil to be daram into 
| compressor, 


\ (3) Clone charging kit low pressure volvo and shit down vacuum pwap. 
7 (k) Clone high end 10% pressure servico valves, 


(1) Dieconueot lina from vacuum pump and high pressure service valve and 
connect to charging kit manifold, 


(m) Bleod end recharge refrigeration system (800 Paragraph C), 


¥, Renoval/Tnotaldation ~ Compressor/Condenoing Unit 


A, Remove compressor/condensing unit. 
(1) Open galley circuit breaker end turn off refrigerator evitoh. 
CAUTION: MAKE CERTAIN CIRCUIT BREAKER IS ОРЕН, SAFBTIED, AND TAGGED, 
(2) Remove attach bolts from mounting plate and unit, 
(3) Disconnect quick-discomnect fittings. 
(5) Disconnect electric plug et rear of unit. 
(5) Remove compressor/condensing unit from galley. 
В. Install conpressor/condensing unit. 
(1) Open galley circuit breaker and turn off refrigerator switch, 
CAUTION; MAKE CERTAIN CIRCUIT BREAKER X8 OPEN, SAFETIED, AND TAGGED, 
(2) Position compressor/condenoing unit in position on supports in galley, 
(3) Connect electric plug at rear of unit. 
(8) Connect quick-disconneot fittings. 


(5) Secure unit with attach bolts through forward end of mounting plate. 
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LAVATORIES = DESCRIPTION AND OPERATION 


` 1, Denoription 


A. The lavatories are located in the forvard, mid-fusolage, and aft seotions 
of tho airplane, Тһе forward lavatory is located against the right side 
of the forward onbin bulkhead, the nid«fuselago lavatories aro located 
forward of the wing on the loft side, and the aft luvatorios are Located 

` against the aft cabin bulkhead, Equipment in each lavatory is identical 
and ineludes a flushingstype toilet, washbasin with hot ond cold water, 
mivror, pullman-type cabinet with stowage space for Lavatory supplies, 
and waste contain: 


В, А lavatory<oecupied sigo is mounted on tho outside of each lavatory, and 
ie visible from the passenger area, A lighted sign is located on the 
outside of each lavatory door above the door handle, and is actuated 
mechanically by the door bolt from inside the lavatory, The door can be 
unlocked for emergency access by inserting е thin-bladed screwdriver, or 
simtlor tool, in the slot in the lover section of the sign and forcing the 
sign upward, moving the lockbolt to the unlocked position. 
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LAVATORIES - DESCRIPTION AND OPERATION 


Dosoription 


The Lavatortes are located in the forward and aft sections of tho airplene, 
Tne forward lavatory ia 100абей against the right side of the forward 
cabin bulkhead and the aft lavatories are located against the aft cabin 
butkhead, Equipment in езе” lavatory is identical and includes a 
flushing-type toilet, washbasin with hot ond cold water, mirror, pullman, 
typo cabinet with stowage space for lavatory supplies, and waste 
containers, 


А lavatory-oecupied sign is mounted on the outside of each lavatory, and 
is visible from the passenger аген, A lighted sign is located on the 
Outside of each lavatory door above the door handle, nnd is actuated 
mechanically by the door bolt from inside the lavatory, The door can be 
‘unlocked for emergenoy access by inserting a thin-bladed screwdriver, or 
similar tool, in the slot in the lower section of the sign and foreing the 
sign upward, moving the lockbolt to the unlocked position, 
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LAVATORIES - DESCRIPTION AND OPERATION 


X. Deseription 


А, The lavatories are located in the forward, mid-fuseloge, and aft seotíona 
of the airplane, The forward lavatory ia located against the right side 
of the forward cabin bulkhead, the mid-fuselnge lavatories are located 
forward of the wing on the left and right side, and the oft iovatorios 
аге located against the aft cabin bulkhead, Eyuipment in each lavatory 
da identical and includes а flushing-type toilet, washbasin with hot end 
cold water, mirror, pullman-type cabinet with stowage space for lavatory 
supplies, and waste containers. 


В, А lavatory-oceupted sign is mounted on the outside of each lavatory, end 
ӛз visible from the passenger area, A lighted sign is located on the 
outside of each lavatory door above the door handle, and is actuated 
mechanically by the door bolt гол inside the lavatory. The door can be 
unlocked for emergency Access by inserting & thin-bladed screwdriver, or 
simller tool, in the slot in the lover section of the sign and forcing 
the sign upward, moving the loekbolt to the unlocked position. 
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TAVATORIES - DESCRIPTION AND OPERATION 


1. Deoertption 


A, Тһе lavatories are located in the forward ond eft sections of the airplane, 
Чао forward lavatory 18 located against the loft side of the forward cabin 
araa and the aft lavatories are located against the art cabin bulkhead. 
Fquipment in each lavatory is identical and includes а flushing-type 
toilet, washbasin with hot and cold water, mirror, pullmen-type cabinet 
with stowage space for lavatory supplies, and vaste containers. 

T. А lavatory-oocupied sign is mounted on the outside of cach lavatory, and 
ig visible from the passenger area. A‘ Lighted sign ie located on the 
outside of each lavatory door above the door handle, and is actuated 
mechanically by the door bolt from inside the lavatory. Tue door.can be 
Wnloaked for emergency access by inserting а thin-bladed screwdriver, or 
similar tool, in the slot in the lover section of the sign and forcing the 
sign uyvard, moving the lockbolt to the unlocked position. 
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LAVAZORIES ~ DESCRIPTION At) OPERATION 


The lavatories aré located ín the forward ond aft sectione in the DC-8/62 
end in the forward, mid-fuselage, and aft sections in the DC-0/63. The 
forward Lavatory 18 located againat the right sido of the forward onbin 
bulkhead and the aft lavatories ore located against tho aft cabin bulkhend, 
Equipirent in each lavatory is identical and includes e flushing-type toilet, 
washbasin with hot end cold wator, mirror, pullnan-typo cabinet with 
stowage space for lavatory supplies, and waste containers, 


A lavatory-occupied sign is mounted on the outside of each lavatory, and 
is visible fron the passenger атов. A.lighted sign is located on the 
Outside of each lavatory door above the door handle, and 45 actuated 
mechanically by the dcor bolt from inside the lavatory. The door con be 
unlocked for emergency access by inserting a thin-bladed screwdriver, or 
similar tool, in the slot in the lower section of the sign and forcing 
the sign upward, moving the lockbolt to the unlocked position. 
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LAVATORIES ~ DESCRI ОН AND OPERATION 


Description 
ووو‎ 


А, The lavatories are located in the forvard and aft sections of the airplane, 


в. 


с, 


The forward lavatory is located against the left aide of the forward cabin 
area and the aft lavatories are located against the aft cabin bulkhead. 
Baufpment fn each lavatory is identical and includes a fluehing-typo 
01106, vashbesin with hot and cold water, mirror, pullmon-typo cabinet 
with stowage opace for lavatory supplies, and waste containers, 


А lavatory-oceupicd sign is mounted on the outside of each lavatory, ond ia 
Vieible from the passengor area, A lighted sign ts located on the outside 
of each lavatory door above the deer handle, and {в octuated mechenically 
by the door bolt from inside the lavatory. Тһе door сеп be unlocked for 
emergency access by inserting а thin-bladed screwdriver, or similar tool, 
in the slot in the lower section of the sign and forcing the sign upward, 
noving the lockbolt to the unlocked position. 


Dispensing equipment is installed for soap, paper towels, toilet seat 


covers, toilet paper, sanitary napkins, facial tissue, end sirsickness 
containers, 


25-10 


CODE 6 
Feb 15/68 


у Page 1 
теш 


‘DOUCLAS AIRCRAFT eo, INC. 


BEE SIXTY пар та 


MAINTENANCE MANUAL 


MIRROR 
USED TOWEL 
PAPER CUP. ПАДЕК 
DISPENSER: VA 
SAR SOAP 
TOILET SEAT DISPENSER 
DISPENSER = 
(SH TRAY 
H 
S. 
BUTTON 
COLD AIR 
ЕТ 
жө. 
тон 
TSE 
HA2-1426 
| 
25-10-0 Lavatories (Typical) * 
CODE 6 Figure 1 т 
Page 2 Peb 15/68 5 


ene ia USA. t 


DOUGLAS AIRCRAFT CO., INC. 


обв ХГУ "ӘРМЕН 
MAINTENANCE MANUAL 


LAVATORIES -- MAINTENANCE PRACTICES 


1. general 
A. The removal and installation procedures are similar for a)l fixed 
lavatories. 
2, Remove bavatories 
А. Disconnect all electrical connectors to the lavatories. 

OLE: Open ell circuit breakers, on the EPC, for the lavatories before 
disconnecting electrical connectors. Tag and safety open circuit 
breakers. 

В. Remove floor pans. 
С. Remove lavatory door. 

D. Remove threshold from lavatory doorvay. 
Б. Remove Toilet assembly (See Chapter 38). 
(1i) Remove shroud from base of toilet. 

(2) Disconnect flushing and vent lines from toilet. 
(3) Disconnect toilet flushing cable. 
(kh) Remove toilet hold down serews. 
(5) Remove toilet. 
F. Remove washstand (See 25-h0-1). 
6. Remove partitions (See Chapter 53). 


H. Remove door header. 


3. Install Lavatoríes 


A. Install partitions and door header, (See Chapter 53). 
B. Place lavatory washstand in position in lavatory. 


€. Install washstand attaching screws. 
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D. Install toilet assembly (See Chapter 36). 

E, Attach shroud to base of toilet assembly. 

Pe Inatall lavatory door, 

0, Inetall threshold in lavatory doorway. 

M, Install floor pans, | 

$. Connect al) electrical connectors to lavatories. 


К. Close eirouit breakers on EPC, 
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LAVATORY WASHSTANDS --НАТНТЕНАНСЕ PRACTICES 


1. Qenozal Y 
А. me removal and installation procedures for all lavatory vnchetande are 
aimlar. The differencas are the preliminary operations, which may 
include! disconnecting and connecting conditioned air and oxygen fittings, 
passenger address speakers, water lines with attach clips and clamps and 
the removal ond inetallation of water filters, drain valves, and water 
heaters. Access for these operations is made through the washstand doors, 
2, Remove Lavatory Weshetenda 
А. Disconnect all electrical connectors. 
В. Remove used towel container. 
€, Disconnect water and drain lines. 
D. Remove attach screws attaching washstend to the side panels end partitions. 
NOTE: Access to these screws is through the washetand doors, 


Е. Reuove washstand. 


3. Install Lavatory Washstands 
A. Place washstand in position and install attaching screws. 
B, Connect water and drain lines, 


€. Install used towel container, 


D, check for proper container slide alignment, and security of mounting 
attachments. 


| E, Connect alf electrical connectors. 
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LAVATORY MAGISTAND DECKS = MATUTRUANCE PRACTICES 


1, General 


Ay The removal ond installation of lavatory washstand decks ere identical 
except for the forward lavatories, The forward lavatorios decke have сол- 
mon attachments through the common partition and require one men in oach 
of the lavatories for the reuoval and installation of the decks, 


2. Wemoval/Installotion Lavatory Washotand Decks 


. Remove Deck 
(1) Remove the used towel container. 
(2) Disconnect the water hoses (see Chapter 38). 


(3) Remove the screws and nuts attaching the deck to the lavatory stend, 
partition and sidewall. 


КОРЕ: Access to these screws can be made through the washstand doors. 
(6) Remove the deck, 
B. Install Deck 
(1) Place the washstand deck in position. 
(2) Install the attach screws and nuts. 
{3) Connect the water hoses (see Chapter 36). 


(0) Install the used towel container. 
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GREW LAVATORY - MAINTENANCE PRACTICES 


1, Generol 
A. Prior to the removal of the crew lavatory, the water system should be 


drained or the supply valve closed, Electrical system cirouit breakers 
whould be opened and tagged inoperative. 


Ф. Removal/Inatallation ~ Crew Lavatory 
A. Remove Crew Lavatory (Bee Figure 201.) 
(Y) Connect ground service equipment to airplane service panel, and drain 
vaste. Apply vater through flush connection on service panel and flush 
and drain toilet tenk, 


(2) Disconnect plug at lavatory electrical Junction box and replace dust 
cover, 


NOTE: Open ali circuit breakers on EPC panel for lavatory before 
disconnecting electrical connectors, Tag end safety circuit 
breakers. 


(3) Remove lavatory door, 

(4) Remove lavatory occupied light switch. 

(5) Renóve toilet assembly. 
(a) Remove shroud from toilet. 
(b) Disconnect flushing and vent linee fron toilet. 
(e) Disconnect toilet flushing cable. 
(à) Disconnect flushing motor ground connection at floor. 
(e) Disconnect flushing motor power line at timer. 
(f) Remove toilet hold down screws. 
(g) Remove toilet. 

(6) Remove waehstend. 
(o) Remove towel container, 


(b) Disconnect water supply end drain lines. Cap lines. 
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(e) Gain access through vaohatand doors and remove screws attaching 
washstand to side panels and partitions. 
(à) Remove washetands, 


(1) Diooonneet overboard vent and cold air lines, Close vent and cap cold 
air lines, 


(8) Disconnect and cap oxygan supply line, 

(9) Remove partitions, 
(а) Remove өлу equipment installed on the cabin side of partition, 
(0) Remove mirror lights. 
(c) Remove flushing motor timer, 


(a) Remove clamps and clips attaching electrical wiring and water lines 
to partition, 


(e) Disconnect, coil, and stow wiring for lavatory mirror lights, water 
heater, timer, end razor outlets. 


(f) Remove screws attaching lavatory floor pan end trim to partition. 


(6) Remove screws and olips attaching door header to lavatory and flight 
compartment partition, and remove header. 


(n) Remove olipa attaching partition to sidewal2. 
(4) Remove clips attaching partition to floor, 
(3) Remove lavatory ceiling panels. 

{к} Remove lavatory sidewall panels. 


(1) Rotate upper edge of partition aft until upper edge clears ceiling, 
then move partition inboard until clear of floor pan. 


B, Installation - Crew Lavatory 
(1) Instoll partitions, 
NOTE: Open, tag, and safety lavatory circuit breakers on ENC panel 
before installing end connecting any electrical components in 
lavatory. 


(a) Position partition on floor pans and install attaching screws ond 
clips to partition, floor, and efdexall, 
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Install Lavatory door hotder to flight compartment partition and 
lavatory partition, 


Inotall lavatory sidewall panel, 
Install scrows attavhing lavatory floor pans and trim to partition, 


Install clamps ond clips attaching electrical wiring and water 31098 
to partition, 


Install mirror lights, razor outlets, and water heater wiring and 
route wiring through partition, 


(2) Connect oxygen supply line. Maintain oxygen system cleanliness by 
keeping tools, equipment, and hands clean vhon working vith oxygen 
system, 


(3) Conneot overboard vent line and open vent, Remove cap and connect cold 
air line. 


(h) Install weshetand. 


(a) 


(v) 


(e) 


Gain access through washetand doors and attack washstand to side 
panel end partition with sereya. 


Connect water supply and drein lines. Plece valve in normal 
operating position. 


Inetell used towel container, 


(5) Install toilet assembly. 


(в) 
(9) 
(e) 
(a) 
(e) 
(о) 


Instell toilet and hold down screws. 

Inetell timer and connect wiring from flushing motor. 
Connoct flushing motor ground at floor. 

Connect flushing cable. 

Connect flushing and vent lines to toilet. 

Instell toilet shroud. 


(6) Install lavatory occupied switch in door latch receptacle and adjust 
ав required, 


(T) Install lavatory door. 
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(8) Connect electrical plug at lavatory junction box. 


NOTE: Remove saftion end tego from lavatory circuit breakers on EPC 
$ panel and oloso breakers, 


(9) Bervice toilet with appropriate chemical solution, and check operation, 


P 


25-h0-3 
Cong 1 
m РЭ E 


DOUOLAS AIRCRAFT co. 


06-5 SIXTY. ВЕРИ 
MAINTENANCE MANUAL 


UNITIZED LAVATORY - MAINTENANCE PRACTICES 


oral 


4. Pi 


ror to removing the unitized lavatory the toilet tank should be fiushed 


and drained. 


2. Rem 


A. w 
а) 
(2) 


(3) 


e) 


ovel/Instellation ~ Unitized Lavatory 
enove Unitized Lavatory (See Figure 201.) 
Remove coatroom curtain, 


Disconnect electric wires and bonds. 


сарто! 


MAKE CERTAIN LAVATORY CIRCUIT BREAKERS ON THE EPC CIRCUIT 
BREAKER PANEL ARE OPEN, TAGGED, AND SAPETIED. 


Disconnect water, drain, and vent lines, 


NOTE: All water, drain, and vent lines are equipped with self-sealing 
disconnect couplings. Stow water, drain, and vent lines on clips 
provided on vashstand inside walls. 


Disengage drain seal by pushing drain seal lever down. 


HOTE: brain seal lever is located inside the washstand. Make certain 


lever is fully down and seated in detent stop. 


` Remove coatroon ceiling liner. 
Rotate lock pins and remove coatroon header. 


Remove serews holding lavatory coatroom header in position and remove 
header. 


Loosen fasteners and remove coatroou shelves. 


Rotate floor fasteners on partition tab and swing tab into coatroon 
cutout, 


Disconnect toilet tank drain valve cable at quick disconnect, 


Rotate floor fasteners on partitions to loosen seat track attachments 
end remove lavatory. 


HOTE: Меке certain lavatory door is closed securely. 


Close cover plates over water, drain, and vent openings. 
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D. Instali Unitized Lavatory (See Figure 201.) 


CAUTION; MAKE CERTAIN LAVATOPY CIRCUIT BREAKEHS ON THE EPC CIRCUIT BREAKER 
PANEL ARE OPEN, TAGGED, AND SAFETiED. 


(1) Open cover plates for water, drain, and vent openings. 
(2) Place drain seal lever in full down position. 


CAUTION: ° DAMAGE TO THE DRAIN SEALS AND LEAKAGE WILL OCCUR IF THE LEVER 
IS 1N AN UP OR INTERMEDIATE POSITION. 


NOTE: Маке certain lever is fully down end seated in detent stop (1/4 
inch below floor level). 


(3) Place unitized lavatory into position aná secure floor fasteners. 

(h) Swing partition tab into positíqn and secure floor fasteners. 

(5) Slide coatroom shelves into support channels and tighten fasteners. 

(6) Place lavatory coatroon header into position and tighten screws. 

(7) Place coatroom header into position and rotate lockpins to secure, 
| (8) Install coatroom cetling liner. 


| (9) Remove water, drain, and vent lines from clips on washstand walls and 
connect to airplane piping. 


NOTE: Тһе water, drain, вп vent lines are equipped with self-closing 
end opening couplings and need only to be pushed together. 


| (09) Engage drain seal by pushing drain seal lever to the up position. 
NOTE; Маке certain lever is fully up and seated in the detent stop, 

| (11) Connect toilet tank drain valve cable at quick disconnects. 

Џ (12) Connect electrical wires and bending. 


| (аз) Install coatroom curtain. 
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UNGTIZED LAVATORY — MATNTENANCE PRACTICES 


1. general 


Prior to removing the unitized lavatory the toilet tank should be flushed 
and drained. 


а. Removal /Installation - Unitized Lavatory 


А, Renove Unitized Lavatory (See Figure 201.) 
(1) Remove coatroon curtain. 
(2) Disconnect electric vires and bonds. 


CAUTION: MAKE CERTAIN LAVATORY CIRCUIT DREAKERS ON THE FPC CIRCUIT 
BREAKER PANEL ARE OPEN, TAGGED, AND SAFETIED. 


(3) Disconnect water, drain, and vent lines, 


NOTI 


All water, drain, and vent lines are equipped with self-sealing 
disconnect couplings. Stow water, drain, and vent lines on clips 
provided on vashetand inside walls, 

(h) Remove toilet shroud to gain access to seal Jever. 


(5) Disengage drain seal by pushing drain seal lever to disengage position 
(see Figure 201). 


(6) Remove coatroom ceiling liner. 
(1) Rotate lock pins end remove coatroom header, 


(8) Remove screws holding lavatory coatroom header in position and remove 
header, 


(9) Loosen fasteners and remove coatroom shelves. . 


(10) Rotate floor fasteners on partition tab and swing tab into coatroon 
Cutout. 


{13} Disconnect toilet tank drain valve cable at quick disconnect. 


(12) Rotate floor fasteners on partitions to loosen seat track attachmente 
and remove lavatory, 


HOTE: Make certain lavatory door is closed securely. 


(13) Close cover plates over water, drain, and vent openings, 
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B, Install Unitized Lavatory (See Figure 201.) 


CAUTION: MAKE CERTAIN LAVATORY CIRCUIT BREAKERS ON THE EPC CIRCUIT BREAKER 


о) 
(e) 
(3) 
0) 
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PANE АВЕ OPEL, TAGOED, AND SAFETIED, 
Open cover plates for water, drain, and vent, openings. 
Place drain seal tovor in full down position. 
Place unitized lavatory into position and secure floor fasteners. 
Swing partition tab into position end secure floor fasteners. 
Slide coatroon shelves into support channels and tighten fasteners. 
Place lavatory coatroom header into position and tighten screws. 
Place costroom header into position and rotate lockpins to secure. 
Install controom ceiling liner. 


Remove water, drain, end vent Мпеа fron clips on washstand walls and 
connect to airplane piping. 


НОТЕ: The water, drain, and vent lines are equipped with self-closing 
and opening couplings and need only to be pushed together. 


Engage drain seal by pushing drain seal lever to the engage position. 
Adjust turnbuckle to seat tank legs on pallet floor, safety turnbuckle, 
Comect toilet tank drain valve cable at quick disconnects. 

Connect electrical wires and bonding. 

Install coatyoom curtain. 


Install toilet shroud. 
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UNITIZED LAVATORY DRAIN SEAL ASSEMBLY - MAINTENANCE PRACTICES 


1, General 


А, Removal and installation of the unitized lavatory drain anal assembly can 
Ohly be accomplished with the unitized lavatory removed (see 25-4140), 


2, Tools and Equipment Required . 
NOTE: Equivalent substitutes ray ve used instead of the following listed 


items, 
Iten Кале Runber Manufacturer Use 
A Grease MIL-G-25827A Lubricate bearing 
B Adhesive | Cementing ethylene 


propolene rubber to 
metal surface. 


3. Removal/instaliation - Drain Seal Assembly (See Figure 201) 


А. Remove Drain Seal Assembly 
(1) Remove cover plate over drain seal assembly, 
(2) Remove bolt on seal assembly rotation arm, 
(3) Remove bolts attaching seal assembly to attach angles, 
(4) Lift and remove seal assembly. 
B. Install Drain Seal Assembly 


NOTE: Make certain seal actuating lever is fully down and seated in detent 
stop (1/4 inch below floor level). 


(1) Inspect flange gasket (O-ring), Replace gasket if. damaged. 
(2) Place seal assembly into position and tighten attaching volts, 


NOTE: Make certain scal asserbly adapter is properly seated against 
flange gasket, 
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(3) Install and tighten bolt attaching seal aasenbly rotation arm to seal 
aosenbly, 
NOTE: Make certain seal io in the full diaongago position (fully 
retracted) and the seal actuating lever (on floor) io fully down 
boforo attaching. rotation arn, 


(ну 3Xnstall cover plate over drain seal assembly. 
б (5) Install unitized lavatory if required, 


u. Inspsction/Cheok - Drain Seal Assembly 
А, Inspect flange gasket (C-ring) for damage, Replace damaged gasket. 
B. Inspect drain senl for damage. Replace damaged seal, 


C. Lubricate drain seal assembly bearings prior to installing seal assembly. 
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